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Item description

Short description:

WAGO's 16‐Pole Interface Cables transmit signals one-to-one from the 16-pole pluggable connector and are available in 1-, 2- and 3-meter lengths. 
Signal transmission from the 857-980 Interface Adapter is also possible.

Suitable for system wiring when paired with WAGO's Interface Adapter (857-980)  

Data
Electrical data

Operating voltage ≤ 35 VDC

Max. current per conductor 1 A 

Safety and protection:

Degree of protection IP20

Connection data

No. of poles 16

Connection type (1) System
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Subject to changes.

WAGO Kontakttechnik GmbH & Co. KG 
Hansastr. 27 
32423 Minden 
Phone: +49571 887-0 | Fax: +49571 887-169 
Email: info.de@wago.com | Web: www.wago.com

Do you have any questions about our products? 
We are always happy to take your call at 01788 568 008.

Connection type (1) System

No. of poles 1 16

Pluggable connector Pluggable connector per DIN 41651; female connector

Connection type (2) System

No. of poles 2 16

Pluggable connector 2 Pluggable connector per DIN 41651; female connector

Type of cable LiYY

Cross section of single conductor 0.14 mm² 

Color coding per DIN VDE 47100

Geometrical Data

Cable length 1 m 

Material Data

Weight 9.999 g 

Environmental Requirements

Surrounding air (operating) temperature -25 … 70 °C
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