
Präzisionskontakte, solder and plug pins Ø 0.5 mm
– also available as single contact, SK ...
– version:
MK 05 / MK 205: contact pin on both sides
MK 04 / MK 204: with diagonal solder cup
MK 03 / MK 203: with solder head
MK 02 / MK 202: with solder fork
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MK 02 ...
... surface of contact... no. of contactsplease indicate:

gold-plated=G50-1one row
tin-plated=Z100-2two rows

G 2
G 76 – 77JumpersG 52Female headers 2.54 THT
G 75Direct female connectorsG 58 – 63Female headers 2.54 SMD
G 50 – 66Female headers 2.54 press-fitG 55Female headers for PC 104
G 78 – 84Technical dataG 45High-prec. male headers 2.54 THT

2.54
Male headers

A

B

C

D

E

F

G

H

I

K

L

M

N



Precision contacts, Wire Wrap pin □ 0.635 mm
– version:
MK 10 / MK 210: with diagonal solder bucket
MK 08 / MK 208: with solder fork
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MK 08 ...
... surface of contact... no. of contactsplease indicate:

gold-plated=G50-1one row
tin-plated=Z100-2two rows

G 3
G 52Female headers 2.54 THTG 50 – 66Female headers 2.54 press-fit
G 75Direct female connectorsG 45 – 55High-prec. male headers 2.54 THT
G 55 – 56Female headers for PC 104G 76 – 77Jumpers
G 78 – 84Technical dataG 58 – 63Female headers 2.54 SMD

2.54
Male headers
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Precision contacts, solder and plug pins, Ø 0,5 mm
– rectangular PCB connection
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MK 15 ...
... surface of contact... no. of contactsplease indicate:

gold-plated=G50-1one row
tin-plated=Z100-2two rows

– parallel PCB connection
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XBA
2.71.913.4MK 214 X 1 ... G
4.73.915.4MK 214 X 2 ... G
11.710.922.2MK 214 X 3 ...
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XA
2.713.4MK 14 X 1 ... G
4.715.4MK 14 X 2 ... G
11.722.2MK 14 X 3 ...
... surface of contact... no. of contactsplease indicate:

gold-plated=G50-1one row
tin-plated=Z100-2two rows

G 4
G 52Female headers 2.54 THTG 75Direct female connectors
G 50 – 66Female headers 2.54 press-fitG 55 – 56Female headers for PC 104
G 58 – 63Female headers 2.54 SMDG 76 – 77Jumpers
G 78 – 84Technical dataG 45 – 55High-prec. male headers 2.54 THT

2.54
Male headers
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SL KA 3 ...,
SL KG 3 ...SLU ...

SL ...,
SL ... THR,

SLK ..., SL LP ...

MK ...,
MK LP ...

CuZn-alloyCuSn alloyCuZn-alloycontact material

Ni+≥0.2µm Au/
Ni+4...6µm Sn

Ni+0.2µm Au
(selective)/

Ni+4...6µm Sn
Ni+≥0.2µm Au/ Ni+4...6µm Sn

surface contact /
contact sleeve

50 gshock resistance

≤20 mΩ≤10 mΩ≤5 mΩ≤10 mΩvolume resistance

15 gvibration resistance max.

≤0,4 pF
capacity between two adjacent
contacts

3 A1.5 Anominal current

250 V AC100 V DC250 V AC60 V DCnominal voltage

1000 V2000 V1000 Vtest voltage

PA 4.6. GFinsulating body material

-40°C...
+163°C/
(260°C/5 s)

-40°C... +163°C/ (260°C/10 s)temperature range

UL 94 V-0class of flammibility

>107 Ω·mspecific insulation resistance

SLR ...
SLM N ...,
SLV N ...,
SLV W ...

SLY ...
SLP 1 ...,
SLP 2 ...,
SLUP 31 ...

CuZn-alloyCuSn alloycontact material

Ni+≥0.2µm Au/ Ni+4...6µm Sn
surface contact /
contact sleeve

≤20 mΩ≤5 mΩ≤10 mΩvolume resistance

1 A1.5 A3 Anominal current

100 V AC/ 150 V
DC

125 V AC100 V DC250 V ACnominal voltage

500 V300 V500 V1000 Vtest voltage

PCT, GFPA 4.6. GFinsulating body material

-40°C...
+105°C/
(260°C/10 s)

-40°C... +163°C/ (260°C/10 s)temperature range

UL 94 V-0class of flammibility

>107 Ω·mspecific insulation resistance

G 78
The information given in this catalogue were provided and examined carefully. Nevertheless mistakes or
printing errors especially technical modifications due to improvements of our products cannot be excluded.
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