
 0.25
.010

 
 0.50

.020
 

 12.08
.476

 

 3.40
.134

 

 16.10
.634

 

2.  TYPE C
       HOUSING:    HIGH TEMPERATURE THERMOPLASTIC
                             FLAMMABILITY RATING UL 94V-0, COLOR: BLACK
       CONTACTS:  PHOSPHOR BRONZE
                             PLATING: 30u'' [0.76 MICRONS] MIN. GOLD OVER   
                             50u'' [1.27 MICRONS] MIN.  NICKEL ON THE MATING 
                             AREA WITH MATTE TIN OVER NICKEL ON THE TAILS.               
        SHIELD:         STAINLESS STEEL,  50u'' [1.27 MICRONS] MIN.  NICKEL 
                             OVERALL .

AMPHENOL PART NUMBER: RJE4E-188-1XX1

NOTES:
1.  RJ45:
       HOUSING:    HIGH TEMPERATURE THERMOPLASTIC
                            FLAMMABILITY RATING UL 94V-0, COLOR: BLACK
       CONTACTS:  PHOSPHOR BRONZE, PLATING: SELECTIVE GOLD PLATING 
                            ON THE MATING AREA, 50u'' [1.27 MICRONS] MIN.  NICKEL
                            UNDERPLATE, WITH 100u" MATTE TIN PLATING ON THE TAILS,         
        SHIELD:       STAINLESS STEEL WITH TIN FINISHED PCB TAILS.
     RJ45 PORT CAPABLE OF SUPPORTING 1000BASE-T or 2.5GBASE-T.
     CATEGORY 5e PERFORMANCE:

FREQUENCY
MHZ

NEAR-END 
CROSS TALK

dB,MIN.
RETURN LOSS

dB , MIN.
INSERTION LOSS

dB,MAX.

1.0 65 30 0.1
4.0 65 30 0.1
8.0 64.9 30 0.1

10.0 63 30 0.1
16.0 58.9 30 0.2
20.0 57 30 0.2
25.0 55 30 0.2

31.25 53.1 30 0.2
62.5 47.1 24.1 0.3

100.0 43 20 0.4

GOLD PLATING OPTION
1= 6u" GOLD PLATING
2= 15u" GOLD PLATING
3= 30u" GOLD PLATING
4= 50u" GOLD PLATING

REFER TO LED OPTIONS
DRAWING FOR 
ORDERING CODES

1

3

4

5

6

5

4

3

HGFEDCBA

A B C D E F G H

2

1

2

JUL16/18

A.GREEN

 OF 4

B
SCALE:

R E VD W G .   N O .

6

1
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Amphenol Canada Corp.

P U R P O S E  O R  U S E D  F O R  M A N U F A C T U R I N G  P U R P O S E S  W I T H O U T  W R I T T E N  P E R M I S S I O N  F R O M  A M P H E N O L  C A N A D A  C O R P .

P-RJE4E-188-1XX1

T H I S  D O C U M E N T  C O N T A I N S  P R O P R I E T A R Y  I N F O R M A T I O N  A N D  S U C H  I N F O R M A T I O N  M A Y  N O T  B E  D I S C L O S E D  T O  O T H E R S  F O R  A N Y  

SHEET 

0.38 ESD TRAY PACKAGE - RoHS COMPLIANT

JACK.GUO

NEW PROPOSAL RELEASE JUL16/2018

D W G  S I Z E :

WITH LED, SUITABLE FOR REFLOW PROCESS,
JACK, 8P8C,  SHIELDED WITH TOP AND SIDE TABS,

D R A W I N G

JUL16/18

03554 4:1X

D R A W N

C H E C K E D

M . E .  A P P ' D

Q . A .  A P P ' D

D W G  A P P R .

E N G .  R E L .  N O .

R E F .

S C A L E

D O  N O T

P R O J E C T I O N
MILLIMETERSP R I M A R Y  U N I T S

S E C O N D A R Y

R E F E R E N C E  I N  P A R E N T H E S E S

T H I R D

U N L E S S  S P E C I F I E D  O T H E R W I S E

RJ45(CAT5e) OVER USB TYPE C MODULAR 

A N G L E

  1.5

0.25 EAR  RJ18136

L.CHAN

A N G U L A R  D E G R E E S

L.CHAN

A

       

INCHES

0.13

T I T L E

   G E N E R A L  

T O L E R A N C E S

1  D E C I M A L  P L A C E

 
2  D E C I M A L  P L A C E S

 
3  D E C I M A L  P L A C E S

JUL16/18

 16.80
.661

 

 16.30
.642

 

A1 A12

B12B1

.101
2.56  6.69  

.263
  

 8.34
.328

 
.142

 3.60  

20.80  
.819

 

24.58  
.968

 

3.60±0.25  
.142±.010

 1.40  
.055

 1.00
.039

 



 9.20
.362

 

 7.20
.283

 

 7.76
.306

 

 1.55
.061

 

 1.55
.061

 

 1.25
.049

 

 4.25
.167

 

 0.56
.022

 

 1.14
.045

 

 8.30
.327

 

 1.78
.070

 

 0.85
.033

 

 2.06
.081

 

 2.70
.106

 

 1.02
.040

 

 2.04
.080

 

 7X1.02=7.14
.281

 

 1.00
.039

 

 0.28
.011

 

 0.25
.010

 

 16.10
.634

 

 4.48
.176

 

 4.45
.175

 

 8.50
.335

 

 13.58
.535

 

 0.68
.027

 

 2.01
.079

 

RECOMMENDED P.C.B LAYOUT
COMPONENT SIDE TO BOARD

TOLERANCE: [.002]0.05

RECOMMENDED P.C.B THICKNESS: 3.0MM
PAD RING WIDTH: 0.10MM

RECOMMENDED PANEL CUT-OUT

A1 A12

B1 B12

11 12

(+)

LOCATE HOLES

POSITIONS DIMENSIONS 
ARE BASIC

(-)
9 or 11 10 or 12

GREEN

(GREEN, YELLOW OR RED)

LED SCHEMATIC

(-)(+)
10 or 129 or 11

0.13[.005]

 25.45±0.25
1.002±.010

 

 17.90±0.25
.705±.010

 

R0.25±0.25
.010±.010

PANEL

PCB

 2.10
.083
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Commerical Products

C O D E  I D  N O .
D E S C R I P T I O N ,  E C N ,  E A R  N O . A P P ' DD A T ER E V

R E V I S I O N S

T H I S  D O C U M E N T  C O N T A I N S  P R O P R I E T A R Y  I N F O R M A T I O N  A N D  S U C H  I N F O R M A T I O N  M A Y  N O T  B E  D I S C L O S E D  T O  O T H E R S  F O R  A N Y  

P U R P O S E  O R  U S E D  F O R  M A N U F A C T U R I N G  P U R P O S E S  W I T H O U T  W R I T T E N  P E R M I S S I O N  F R O M  A M P H E N O L  C A N A D A  C O R P .

P-RJE4E-188-1XX1

RJ45(CAT5e) OVER USB TYPE C MODULAR 
JACK, 8P8C,  SHIELDED WITH TOP AND SIDE TABS,

WITH LED, SUITABLE FOR REFLOW PROCESS,
ESD TRAY PACKAGE - RoHS COMPLIANT

JACK.GUO

NEW PROPOSAL RELEASE JUL16/2018

D W G  S I Z E :

D O  N O T

S C A L E

D R A W I N G

JUL16/18

03554 8:1X

D R A W N

C H E C K E D

M . E .  A P P ' D

Q . A .  A P P ' D

D W G  A P P R .

E N G .  R E L .  N O .

R E F .
T H I R D

A N G L E

P R O J E C T I O N
MILLIMETERSP R I M A R Y  U N I T S

S E C O N D A R Y

R E F E R E N C E  I N  P A R E N T H E S E S

U N L E S S  S P E C I F I E D  O T H E R W I S E

   G E N E R A L  

T O L E R A N C E S

1  D E C I M A L  P L A C E

 
2  D E C I M A L  P L A C E S

 
3  D E C I M A L  P L A C E S

       

A N G U L A R  D E G R E E S

L.CHAN

A

INCHES T I T L E

L.CHAN

EAR  RJ18136

A.GREEN

0.38
0.25
0.13
1.5   

JUL16/18

JUL16/18

PCB EDGE

1

2

3

8

METAL STANDOFF ZONE

109

FOR SINGLE COLOR

(GREEN/ORANGE, 
GREEN/YELLOW,  GREEN/RED)

FOR BI-COLOR 

0.65
.026

0.50
.020

(4 PLS)

1.60
.063

(2PLS)

1.40
.055

(2 PLS)

1.40
.055

(2 PLS)

0.50
.020

(2 PLS)

 0.65
.026

 

 0.95
.037

 

0.90
.035

(8 PLS)

0.30
.012

(24PLS)

0.90
.035

(24 PLS)

1.65
.065

1.10
.043

(4 PLS)
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AMPHENOL CANADA CORP.
MADE IN CHINA

P/N: RJE4E-188-1XX1

Q'TY: 60

DATE: MM/DD/YY
RoHS

干燥劑

Made In China
Amphenol
Corporation

SIZE:38.0x31.5x29.0 CM

干燥劑

Made In China

Amphenol
Corporation

SIZE:38.0x31.5x29.0 CM
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(P) Customer Part#: XXXXXX

(1P) Manuf. Part#: RJE4E-188-1XX1

(T) Lot#: XXXXXX

(11D) Date Code: YYWW (Q) Qty: XXXX

(V) Supplier Code: 03554 (4L) Made in: CHINA

Product Desc: RoHS RJ45 JACK CAT5E


