
Features

2:1 Wide Input Range Voltage

Regulated Output

Single or Dual Output

1500VDC Isolation

Potting Material : Epoxy(Flammability to UL94V-0)

Pin Material : Brass, Solder Coated

Remote On/Off Control

Case Material: Nickel-Coated Copper with Non-Conductive Base

Over Voltage Protection(clamp)

Short Circuit Protection : Automatics recovery

1 year warranty

30W DC to DC ConverterAMX30 series



30W DC to DC ConverterAMX30 series

Derating Curve :
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Note: At nominal input, Full load and cooling is natural convection.
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30W DC to DC ConverterAMX30 series

Mechanical Specifications : Pin Connections :

Pin Single Dual

Note:
1. Dimensions are shown in mm.
2. Weight: 50gs.

Tolerance Millimeters Inches

.XX ±0.01

.XXX ±0.01

±0.002

X ±0.25

±0.05

XX.XX ±0.25

Pin

Recommended Pin Patterns
Bottom View (2.54mm / 0.1inch grids)
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+Vin

- Vin

No Pin +Vout

+Vout

-Vout

Trim Trim

Remote control On / Off Control

-Vout

+Vin

- Vin

Common



Emissions Solution : Conducted / ESD / RS / EFT / SURGE / CS / PFMF

30W DC to DC ConverterAMX30 series

DualSingle

Note The control voltage is referenced to negative input (-Vin)：
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