
 

Passive Voltage, 5mm 

(continued) Switchable - 600 V 

Rated 

Model CT2703 CT2674A CT2704 CT2704SA CT2675A CT3277SA CT2850  CT2841A 

Bandwidth 15/60 MHz 6/100 MHz 15/100 MHz 10/200 MHz 6/250 MHz 10/250 MHz  15/350 MHz 

Attenuation 1x/10x 1x/10x/REF 1x/10x 1x/10x/REF 1x/10x 1x/10x/REF  1x/10x 

Input Impedance   1/10 MΩ    

Input Capacitance 46/18 pF 90/16 pF 45/16 pF 90/14 pF 47/17 pF 90/14 pF  90/12 pF 

Output Impedance   1 MΩ    

Risetime 27/5.8 ns 58/3.5 ns 27/3.5 ns 35/1.8 ns 58/1.4 ns 35/1.4 ns  27/1.0 ns 

IEC Rating   300 V CAT II / 600 V CAT 0    

Compensation   10−35 pF    

Cable Length   1.2 m    

Readout Actuator   No    

Insulated BNC  No  Yes No Yes No  

Accessory    Kit Co ntains    

Sprung Hook 1 1 1 1 1 1 1 1 

GND Lead  

w/Alligator Clip 
1 1 1 1 1 1 1 1 

BNC Adapter 1 1 1 1 1 1 1 1 

Replacement Tip 1 1 1 1 1 1 1 1 

Probe Tip Ground -- 1 1 1 1 1 1 1 

Trimmer Tool 1 1 1 1 1 1 1 1 

IC Tip Insulator 1 1 1 1 1 1 1 1 

Tip Insulator 1 1 1 1 1 1 1 1 

Identifier Rings 1  -- 1 1 -- 1  -- 1 
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