
Data sheet
 

 

Creation date October 22, 2018 4:09:02 PM CEST

  Catalogue status 11.10.2018 / We reserve the right to make technical changes. 1

W-Series
WEW 35/2

Weidmüller Interface GmbH & Co. KG
Klingenbergstraße 16
D-32758 Detmold
Germany
Fon: +49 5231 14-0
Fax: +49 5231 14-292083
www.weidmueller.com

General ordering data

 
Type WEW 35/2
Order No. 1061200000
Version W-Series, End bracket
GTIN (EAN) 4008190030230
Qty. 100 pc(s).
 

 

 

Klippon® Connect with clamping yoke Technology
The high reliability and variety of designs of the terminal
blocks with clamping yoke connections make planning
easer and optimises operational safety. Klippon®
Connect provides a proven response to a range of
different requirements.

http://catalog.weidmueller.com/catalog/Start.do?localeId=en_DE&ObjectID=1061200000
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Dimensions and weights
 
Width 8 mm   Width (inches) 0.315 inch
Height 56 mm   Height (inches) 2.205 inch
Depth 46.5 mm   Depth (inches) 1.831 inch
Net weight 14.26 g    
 

Temperatures
 
Continuous operating temp., min. -50 °C   Continuous operating temp., max. 100 °C
 

Material data
 
Material PA 66 GF 30   Colour Dark Beige
UL 94 flammability rating HB    
 

System specifications
 
Version For the terminals   Mounting rail TS 35
 

Additional technical data
 
Installation advice Direct mounting   Interlock for screw fixing
Snap-on No   Type of mounting Screwed
With snap-in pegs No    
 

Conductors for clamping (rated connection)
 
Tightening torque, max. 1 Nm   Tightening torque, min. 0.5 Nm
 

Dimensions
 
TS 35 offset 28 mm    
 

Classifications
 
ETIM 3.0 EC001041   ETIM 4.0 EC001041
ETIM 5.0 EC001041   ETIM 6.0 EC001041
UNSPSC 30-21-18-01   eClass 5.1 27-08-10-03
eClass 6.2 27-08-10-03   eClass 7.1 27-08-10-03
eClass 8.1 27-14-11-35   eClass 9.0 27-14-11-35
eClass 9.1 27-14-11-35    
 

Product information
 
Descriptive text ordering data For busbar cross-section 10 x 3, 6 x 6
 

Approvals
 
ROHS Conform
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Downloads
 
Approval/Certificate/Document of
Conformity IECEXULD14.0005U_e.pdf
Brochure/Catalogue CAT 4.2 ELECTR 18/19 EN

CAT 1 TERM 16/17 EN
Engineering Data EPLAN, WSCAD, Zuken E3.S
Engineering Data STEP
 

http://download.weidmueller.com/asset/download/file//39462
http://download.weidmueller.com/asset/download/file//55909
http://download.weidmueller.com/asset/download/file//39470
http://catalog.weidmueller.com/assets/LINK/CAE_EN.html
http://download.weidmueller.com/asset/download/file//60080
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Blank
  The WAD connector marker is suitable for W-series

terminals and for the WEW 35/2 and ZEW 35/2 end
brackets. The markers are available as blank markers, with
custom printing or standard print with lightning symbol.
The WAD MultiCard markers are suitable for labelling
with PrintJet ADVANCED printers.
• High-quality and resistant printing with PrintJet
• WAD marker and cover for the W-series terminals and

the WEW 35/2 or ZEW 35/2 end brackets
• Available as blank markers, with custom printing or

standard print with lightning symbol
• Quick and easy installation

For custom printing: Please send us a file of our
labeling software M-Print PRO or M-Print PRO Online
(without installation) for your labeling specifications.

General ordering data
Type Order No. Version GTIN (EAN) Qty.    
WAD 8 MC
NE WS

1112940000 Group marker, Cover, 33.3 x
8 mm, Pitch in mm (P): 8.00
White

4032248891825 48 pc(s).    

 

WGB group tag holder
  WGB 5 group tag carriers for single dekafix and WS tags.

WGB also covers cross-connection channels.

General ordering data
Delivery status Available until Type Order No. Version GTIN (EAN) Qty.
Discontinued 2016-12-31T00:00:00+01:00 WGB 8

ABDG.M.GRUPPENBEZ
1050960000 Terminal markers,

Terminal marker,
16 x 7.7 mm,
Pitch in mm (P):
8.00 Beige

4008190076986 50
pc(s).

This article will
no longer be
available in the
future.

2015-12-31T00:00:00+01:00 WGB 5
ABDG.M.GRUPPENBEZ

1050760000 Terminal markers,
Terminal marker,
33.5 x 5 mm,
Pitch in mm (P):
5.00 Beige

4008190072865 50
pc(s).

 

http://catalog.weidmueller.com/catalog/Start.do?localeId=en_DE&ObjectID=1112940000
http://catalog.weidmueller.com/catalog/Start.do?localeId=en_DE&ObjectID=1050960000
http://catalog.weidmueller.com/catalog/Start.do?localeId=en_DE&ObjectID=1050760000
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SchT group marker carrier
  The SchT 5 S group tag carriers are clipped directly onto

the TS 32 mounting rail (G-rail) or the TS 35 mounting rail
(top-hat rail). It is therefore possible to label the terminal
strip irrespective of the terminal and the type of terminal.
SchT 5 and SchT 5 S are fitted with ESO 5, STR 5
protective strips.
The SchT 7 is a hinged group tag carrier for inlay tags
which enables easy access to the clamping screw.
The SchT 7 is fitted with ESO 7, STR 7 protective strips or
DEK 5.
SchT 9/4 and SchT 14/6 are hinged group tag carriers
for single dekafix and WS tags that enable easy access to
the clamping screw.
SchT 9/4 and SchT 14/6 are fitted with WS or DEK.
Inlay tags and protective strips can be found under
"Accessories".

General ordering data
Type Order No. Version GTIN (EAN) Qty.    
SCHT 7 0517960000 SCHT, Terminal marker,

39.3 x 8 mm, Pitch in mm
(P): 7.00 White

4008190001742 20 pc(s).    

This article will
no longer be
available in the
future.

2017-06-30T00:00:00+02:00 SCHT 14/6 1269060000 SCHT, Terminal
marker, 44.3 x 6
mm, Pitch in mm
(P): 6.00 Beige

4008190051396 20
pc(s).

Discontinued 2015-07-31T00:00:00+02:00 SCHT 9/4 1278460000 SCHT, Terminal
marker, 32 x 4
mm, Pitch in mm
(P): 5.00 Beige

4008190086930 20
pc(s).

 

http://catalog.weidmueller.com/catalog/Start.do?localeId=en_DE&ObjectID=0517960000
http://catalog.weidmueller.com/catalog/Start.do?localeId=en_DE&ObjectID=1269060000
http://catalog.weidmueller.com/catalog/Start.do?localeId=en_DE&ObjectID=1278460000
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Blank
  The Dekafix (DEK) marker is the universal marker for all

conductor and plug-in connectors as well as for electronic
sub-assemblies. The system is ideal for short number
sequences and covers a wide range of ready-printed
markers.
Strips for fast installation in only one work step. The
printing is easy to read, rich in contrast and available
in various widths.
• Large range of ready-to-use markers
• Strips for fast installation
• Terminal markers, suitable for all Weidmüller cable

connectors
• Available as blank MultiCard or with standard printing

For custom printing: Please send us a file of our
labeling software M-Print PRO or M-Print PRO Online
(without installation) for your labeling specifications.

General ordering data
Type Order No. Version GTIN (EAN) Qty.    
DEK 5/8 MC
NE WS

1856740000 Dekafix, Terminal marker,
5 x 8 mm, Pitch in mm (P):
8.00 Weidmueller, White

4032248400850 800 pc(s).    

 

With lightning flash
  The WAD connector marker is suitable for W-series

terminals and for the WEW 35/2 and ZEW 35/2 end
brackets. The markers are available as blank markers, with
custom printing or standard print with lightning symbol.
The WAD MultiCard markers are suitable for labelling
with PrintJet ADVANCED printers.
• High-quality and resistant printing with PrintJet
• WAD marker and cover for the W-series terminals and

the WEW 35/2 or ZEW 35/2 end brackets
• Available as blank markers, with custom printing or

standard print with lightning symbol
• Quick and easy installation

For custom printing: Please send us a file of our
labeling software M-Print PRO or M-Print PRO Online
(without installation) for your labeling specifications.

General ordering data
Type Order No. Version GTIN (EAN) Qty.    
WAD 8 MC B
GE/SW

1120470000 Group marker, Cover, 33.3 x
8 mm, Pitch in mm (P): 8.00
Yellow

4032248901289 48 pc(s).    

 

http://catalog.weidmueller.com/catalog/Start.do?localeId=en_DE&ObjectID=1856740000
http://catalog.weidmueller.com/catalog/Start.do?localeId=en_DE&ObjectID=1120470000
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Blank
  WS markers are the perfect match for the W-series

connectors. Thanks to their system compatibility, the
WS tags can also be used with the I-series and the Z-
series. The large marking surfaces do not only permit
long character strings but also multi-line text.
WS markers are ideal for labels with long, customised
character strings. Thanks to the proven MultiCard format,
printing with laser printer, PrintJet ADVANCED, plotter or
MC-Mobilo is possible.
• Can be fitted in strips or individually
• Markers in proven MultiCard format

For custom printing: Please send us a file of our
labeling software M-Print PRO or M-Print PRO Online
(without installation) for your labeling specifications.

General ordering data
Type Order No. Version GTIN (EAN) Qty.    
WS 12/5 MC
NE WS

1609860000 WS, Terminal marker, 12 x
5 mm, Pitch in mm (P): 5.00
Weidmueller, Allen-Bradley,
White

4008190203481 720 pc(s).    

 

EM 8/30 end bracket marker
  The EM 8/30 end bracket marker is suitable for labelling

the WEW 35/2 and ZEW 35/2 end brackets and
can also be used as a group tag carrier for W-series
terminals. The EM 8/30 can hold ESO 7/ESO 7P inlay
tags. The pocket reliably protects the printing against
environmental influences.
Inlay tags can be found under "Accessories".

General ordering data
Type Order No. Version GTIN (EAN) Qty.    
EM 8/30 1806120000 EM, Terminal marker, 32.4

x 7.2 mm, Pitch in mm (P):
7.20 Transparent

4032248275298 50 pc(s).    

 

http://catalog.weidmueller.com/catalog/Start.do?localeId=en_DE&ObjectID=1609860000
http://catalog.weidmueller.com/catalog/Start.do?localeId=en_DE&ObjectID=1806120000

