
    601 E. Wildwood Ave., Villa Park, IL 60181 

Please return the signed PCN form to the attention of:  Switchcraft Customer Service Department 
    jpulliam@switchcraft.com 
    or Fax: 630‐834‐8540 

 

Product Change Notification 

 

Date:  July 28, 2017                     PCN - 9210 

Title Change:  
22 & 26 SOLDER CONTACTS - DRILL DEPTH CHANGE 

Product (s) Affected: 
17982-XPG-3ES, 17982-XPG-300, 17982-XSG-3ES, 17982-XSG-300, 17982H-XPG-3ES, 
16982-XPG-5XX, 18982-XPG-5XX, 16982-XSG-5XX, 18982-XSG-5XX,  
 
17882-4PG-3ES, 17882-4PG-300, 17882-4SG-3ES, 17882-4SG-300, 16882-4PG-5XX, 
18882-4PG-5XX, 16882-4SG-5XX, 18882-4SG-5XX,  
W7882-XPG-3ES, W7882-XPG-300, W7882-XSG-3ES, W7882-XSG-300, W6882-XPG-5XX, 
W8882-XPG-5XX, W6882-XSG-5XX, W8882-XSG-5XX 
 
Reason for Change: 
TO HAVE A CONTACT THAT CAN BE UTILIZED IN OUR PANEL ASSEMBLIES WITH AND 
WITHOUT EPOXY. CURRENT SOLDER CONTACT FILLS UP WITH EPOXY WHEN EPOXY IS 
APPLIED TO PANEL BACK WELL. 

Description of Change: 
ON SIZE 22 SOLDER CONTACT, DRILL DEPTH CHANGED FROM .141 TO .110 AND REMOVED 
WEEP HOLE.  ON SIZE 26 SOLDER CONTACT, DRILL DEPTH CHANGED FROM .180 TO .120 
AND REMOVED WEEP HOLE. AFFECTS STRIP LENGTH OF WIRE CONDUCTORS APPLIED TO 
SOLDER CUPS, CONDUCTOR STRIP LENGTH SHOULD BE APPROXIMATELY .125. ON 
ASSEMBLY 17982-XSG-3XX THE HEIGHT INCREASED FROM .130 TO .143.  
 
Estimated Schedule for Change: 
4TH QUARTER OF 2017; RUNNING CHANGE TO USE UP REMAINING CONTACTS ON CABLE 
CONNECTORS AND PANEL CONNECTORS WITHOUT EPOXY 

 

Customer Acknowledgement 
(To be filled out by customer and returned to Conxall) 

 
The indicated Customer Notification letter was received and acknowledged by the undersigned authority. 
 
Name: __________________________________          __________________________________________ 
 Signature      Print 
 

Company: _______________________________ Location: ______________________________________ 

Title: ___________________________________ Date: _________________________________________ 


