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Dimensions

Material

Centre contact   :Brass, Silver plated

Ground contact  :Brass, Nickel plated

Insulation   :Noryl, SE1 UL94 V-1

Cable clamp   :Brass,  Silver plated

Spring    :Brass, Nickel plated
Body    :Brass, Nickel plated

Cap    :Acetal, UL 94 HB

Rating - 
Rated Current: 5A.
Rated Voltage: 50V.

Insulation resistance  :100M  at 500 Vdc

A range of plugs that are available in two pin styles; hollow or solid.  The plug incorporates a unique ‘T’ slot design which 
allows the interconnection between non-standard sockets.  A rigid acetal cap is offered in two colours, red or black.

-Ground contact with unique ‘T’ shape slots for maximum contact area.
-Internal cable clamp for secure cable connection.
-Maximum cable size 4.1mm.
-Two colours available, black or red.
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PROPRIETARY AND CONFIDENTIAL
THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE PROPERTY OF
ALPHA 3 MANUFACTURING.  
ANY REPRODUCTION IN PART OR AS A WHOLE WITHOUT THE WRITTEN PERMISSION OF 
ALPHA 3 MANUFACTURING IS PROHIBITED.

DEM Manufacturing, Deltron Emcon House
Hargreaves Way, Sawcliffe Ind. Park,
Scunthorpe, North Lincolnshire, DN15 8RF, UK
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