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Laser Labels

*Order number of labels required in multiples of Std. Pkg. Qty.

•  Adhesive becomes 
permanent after 24 hours

•  Durable polyester, ideal for 
the top of circuit boards

•  Can be used (on top) before 
wave solder process

•  UV resistant for outdoor 
applications 

•  Apply to flat, clean surfaces 
only

White Polyester - Indoor/Outdoor Applications
U.S. Letter Sheet Format (8.5" x 11" / 215.9 mm x 279.4 mm)

Part
Number Material Color

Label Size
Width x Length

In. (mm)

Dwg.
Page
No.

Std.
Pkg.
Qty.*

PLL-30-Y2-10

GMY2-W
Polyester White

0.25 x 0.25 (6.4 x 6.4) 75 10,000

PLL-1-Y2-10 0.30 x 0.25 (7.6 x 6.4) 75 10,000

PLL-2-Y2-10 0.38 x 0.38 (9.5 x 9.5) 72 10,000

PLL-31-Y2-10 0.50 x 0.44 (12.7 x 11.1) 72 10,000

PLL-24-Y2-1 0.56 x 0.19 (14.3 x 4.8) 72 1000

PLL-24-Y2-5 0.56 x 0.19 (14.3 x 4.8) 72 5000

PLL-23-Y2-1 0.56 x 0.56 (14.3 x 14.3) 72 1000

PLL-23-Y2-5 0.56 x 0.56 (14.3 x 14.3) 72 5000

PLL-32-Y2-10 0.65 x 0.20 (16.5 x 5.1) 72 10,000

PLL-4-Y2-10 0.65 x 0.25 (16.5 x 6.4) 72 10,000

PLL-20-Y2-10 0.80 x 0.20 (20.3 x 5.1) 72 10,000

PLL-5-Y2-10 0.80 x 0.25 (20.3 x 6.4) 72 10,000

PLL-6-Y2-5 0.80 x 0.50 (20.3 x 12.7) 72 5000

PLL-6-Y2-10 0.80 x 0.50 (20.3 x 12.7) 72 10,000

PLL-7-Y2-10 1.00 x 0.25 (25.4 x 6.4) 72 10,000

PLL-8-Y2-5 1.00 x 0.38 (25.4 x 9.5) 72 5000

PLL-8-Y2-10 1.00 x 0.38 (25.4 x 9.5) 72 10,000

PLL-9-Y2-5 1.00 x 0.50 (25.4 x 12.7) 73 5000

PLL-9-Y2-10 1.00 x 0.50 (25.4 x 12.7) 72 10,000

PLL-10-Y2-2.5 1.00 x 0.75 (25.4 x 19.1) 73 2500

PLL-11-Y2-2.5 1.00 x 1.00 (25.4 x 25.4) 73 2500

PLL-12-Y2-1 1.00 x 1.33 (25.4 x 33.8) 73 1000

PLL-12-Y2-2.5 1.00 x 1.33 (25.4 x 33.8) 73 2500

PLL-34-Y2-10 1.25 x 0.38 (31.8 x 9.5) 73 10,000

PLL-14-Y2-5 1.50 x 0.25 (38.1 x 6.4) 73 5000

PLL-14-Y2-10 1.50 x 0.25 (38.1 x 6.4) 73 10,000

PLL-15-Y2-5 1.88 x 0.25 (47.6 x 6.4) 73 5000

PLL-15-Y2-10 1.88 x 0.25 (47.6 x 6.4) 73 10,000

PLL-16-Y2-2.5 1.88 x 0.38 (47.6 x 9.5) 73 2500

PLL-16-Y2-5 1.88 x 0.38 (47.6 x 9.5) 73 5000

PLL-17-Y2-1 1.88 x 0.83 (47.6 x 21.1) 73 1000

PLL-17-Y2-2.5 1.88 x 0.83 (47.6 x 21.1) 73 2500

PLL-18-Y2-1 1.88 x 1.33 (47.6 x 33.8) 74 1000

PLL-18-Y2-1.5 1.88 x 1.33 (47.6 x 33.8) 74 1500

PLL-36-Y2-1 2.50 x 1.00 (63.5 x 25.4) 74 1000

PLL-26-Y2-1 2.83 x 1.00 (72.0 x 25.4) 74 1000

PLL-27-Y2-1 2.83 x 1.38 (72.0 x 34.9) 74 1000

PLL-28-Y2-1 2.83 x 1.50 (72.0 x 38.1) 74 1000

PLL-19-Y2-1 3.00 x 0.38 (76.2 x 9.5) 74 1000

PLL-19-Y2-2.5 3.00 x 0.38 (76.2 x 9.5) 74 2500

PLL-29-Y2-1 4.25 x 2.00 (108.0 x 50.8) 74 1000

PLL-22-Y2-1 7.88 x 0.50 (200.0 x 12.7) 74 1000

PLL-25-Y2-SH 8.50 x 11.00 (215.9 x 279.4) 74 25

Blank Labels by Material (cont.)

PAN-CODE™  Laser Labels by Material
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*Order number of labels required in multiples of Std. Pkg. Qty.

Yellow Polyester - Indoor/Outdoor Applications
U.S. Letter Sheet Format (8.5" x 11" / 215.9 mm x 279.4 mm)

Part
Number Material Color

Label Size
Width x Length

In. (mm)

Dwg.
Page
No.

Std.
Pkg.
Qty.*

PLL-1-Y2Y-10

GMY2-Y
Polyester Yellow

0.30 x 0.25 (7.6 x 6.4) 75 10,000

PLL-2-Y2Y-10 0.38 x 0.38 (9.5 x 9.5) 72 10,000

PLL-32-Y2Y-10 0.65 x 0.20 (16.5 x 5.1) 72 10,000

PLL-4-Y2Y-10 0.65 x 0.25 (16.5 x 6.4) 72 10,000

PLL-20-Y2Y-10 0.80 x 0.20 (20.3 x 5.1) 72 10,000

PLL-5-Y2Y-10 0.80 x 0.25 (20.3 x 6.4) 72 10,000

PLL-6-Y2Y-5 0.80 x 0.50 (20.3 x 12.7) 72 5000

PLL-6-Y2Y-10 0.80 x 0.50 (20.3 x 12.7) 72 10,000

PLL-7-Y2Y-10 1.00 x 0.25 (25.4 x 6.4) 72 10,000

PLL-8-Y2Y-5 1.00 x 0.38 (25.4 x 9.5) 72 5000

PLL-8-Y2Y-10 1.00 x 0.38 (25.4 x 9.5) 72 10,000

PLL-9-Y2Y-5 1.00 x 0.50 (25.4 x 12.7) 73 5000

PLL-9-Y2Y-10 1.00 x 0.50 (25.4 x 12.7) 73 10,000

PLL-34-Y2Y-10 1.25 x 0.38 (31.8 x 9.5) 73 10,000

PLL-14-Y2Y-5 1.50 x 0.25 (38.1 x 6.4) 73 5000

PLL-15-Y2Y-5 1.88 x 0.25 (47.6 x 6.4) 73 5000

PLL-16-Y2Y-2.5 1.88 x 0.38 (47.6 x 9.5) 73 2500

PLL-16-Y2Y-5 1.88 x 0.38 (47.6 x 9.5) 73 5000

PLL-17-Y2Y-2.5 1.88 x 0.83 (47.6 x 21.1) 73 2500

PLL-18-Y2Y-1 1.88 x 1.33 (47.6 x 33.8) 74 1000

PLL-18-Y2Y-1.5 1.88 x 1.33 (47.6 x 33.8) 74 1500

PLL-19-Y2Y-1 3.00 x 0.38 (76.2 x 9.5) 74 1000

PLL-19-Y2Y-2.5 3.00 x 0.38 (76.2 x 9.5) 74 2500

PLL-25-Y2Y-SH 8.50 x 11.00 (215.9 x 279.4) 74 25

•  Adhesive becomes 
permanent after 24 hours

•  Durable polyester, ideal for 
the top of circuit boards

•  Can be used (on top) before 
wave solder process

•  UV resistant for outdoor 
applications 

•  Apply to flat, clean surfaces 
only

Blank Labels by Material (cont.)

White Polyester - Indoor/Outdoor Applications (cont.)
DIN A4 Sheet Format (8.26" x 11.69" / 210 mm x 297 mm)

Part
Number Material Color

Label Size
Width x Length

In. (mm)

Dwg.
Page
No.

Std.
Pkg.
Qty.*

PEL-9-Y2-10

GMY2-W
Polyester White

0.50 x 0.50 (12.7 x 12.7) 76 10,000

PEL-29-Y2-10 0.56 x 0.25 (14.3 x 6.4) 76 10,000

PEL-28-Y2-5 0.56 x 0.56 (14.3 x 14.3) 76 5000

PEL-1-Y2-10 0.70 x 0.25 (17.8 x 6.4) 76 10,000

PEL-4-Y2-10 0.70 x 0.33 (17.8 x 8.5) 76 10,000

PEL-10-Y2-5 0.70 x 0.50 (17.8 x 12.7) 76 5000

PEL-5-Y2-10 0.80 x 0.33 (20.3 x 8.5) 76 10,000

PEL-2-Y2-10 1.00 x 0.25 (25.4 x 6.4) 76 10,000

PEL-6-Y2-5 1.00 x 0.33 (25.4 x 8.5) 76 5000

PEL-11-Y2-5 1.00 x 0.50 (25.4 x 12.7) 76 5000

PEL-3-Y2-5 1.44 x 0.25 (36.5 x 6.4) 77 5000

PEL-7-Y2-5 1.50 x 0.33 (38.1 x 8.5) 77 5000

PEL-12-Y2-2.5 1.50 x 0.50 (38.1 x 12.7) 77 2500

PEL-8-Y2-2.5 2.00 x 0.33 (50.8 x 8.5) 77 2500

PEL-13-Y2-2.5 2.00 x 0.50 (50.8 x 12.7) 77 2500

PEL-14-Y2-1 2.00 x 0.83 (50.8 x 21.1) 77 1000

PEL-15-Y2-1 2.00 x 1.00 (50.8 x 25.4) 77 1000

PEL-16-Y2-0.5 2.50 x 1.33 (63.5 x 33.9) 77 500

PEL-A4-Y2-25 8.27 x 11.69 (210.0 x 297.0) 77 25

•  Adhesive becomes 
permanent after 24 hours

•  Durable polyester, ideal for 
the top of circuit boards

•  Can be used (on top) before 
wave solder process

•  UV resistant for outdoor 
applications 

•  Apply to flat, clean surfaces 
only
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Laser Labels

STATIC
SENSITIVE

Silver Polyester - Indoor/Outdoor Applications
U.S. Letter Sheet Format (8.5" x 11" / 215.9 mm x 279.4 mm)

Part
Number Material Color

Label Size
Width x Length

In. (mm)

Dwg.
Page
No.

Std.
Pkg.
Qty.*

PLL-9-Y2S-10

GMY2-S
Polyester Silver

1.00 x 0.50 (25.4 x 12.7) 73 10,000

PLL-35-Y2S-2.5 1.50 x 0.75 (38.1 x 19.1) 73 2500

PLL-36-Y2S-1 2.50 x 1.00 (63.5 x 25.4) 74 1000

PLL-25-Y2S-SH 8.50 x 11.00 (215.9 x 279.4) 74 25

•  UV opaque material used to 
cover EPROM windows

•  Adhesive becomes 
permanent after 24 hours

•  Durable polyester, ideal for 
the top of circuit boards

•  Can be used (on top) before 
wave solder process

•  UV resistant for outdoor 
applications 

•  Apply to flat, clean surfaces 
only

DIN A4 Sheet Format (8.26" x 11.69" / 210 mm x 297 mm)

Part
Number Material Color

Label Size
Width x Length

In. (mm)

Dwg.
Page
No.

Std.
Pkg.
Qty.*

PEL-9-Y1-10

GMY2-S
Polyester Silver

0.50 x 0.50 (12.7 x 12.7) 76 10,000

PEL-1-Y1-10 0.70 x 0.25 (17.8 x 6.4) 76 10,000

PEL-4-Y1-10 0.70 x 0.33 (17.8 x 8.5) 76 10,000

PEL-10-Y1-5 0.70 x 0.50 (17.8 x 12.7) 76 5000

PEL-5-Y1-10 0.80 x 0.33 (20.3 x 8.5) 76 10,000

PEL-2-Y1-10 1.00 x 0.25 (25.4 x 6.4) 76 10,000

PEL-6-Y1-5 1.00 x 0.33 (25.4 x 8.5) 76 5000

PEL-11-Y1-5 1.00 x 0.50 (25.4 x 12.7) 76 5000

PEL-3-Y1-5 1.44 x 0.25 (36.5 x 6.4) 77 5000

PEL-7-Y1-5 1.50 x 0.33 (38.1 x 8.5) 77 5000

PEL-12-Y1-2.5 1.50 x 0.50 (38.1 x 12.7) 77 2500

PEL-8-Y1-2.5 2.00 x 0.33 (50.8 x 8.5) 77 2500

PEL-13-Y1-2.5 2.00 x 0.50 (50.8 x 12.7) 77 2500

PEL-14-Y1-1 2.00 x 0.83 (50.8 x 21.1) 77 1000

PEL-15-Y1-1 2.00 x 1.00 (50.8 x 25.4) 77 1000

PEL-16-Y1-0.5 2.50 x 1.33 (63.5 x 33.9) 77 500

PEL-A4-Y1-25 8.27 x 11.69 (210.0 x 297.0) 77 25

Blank Labels by Material (cont.)
Yellow Polyester - Indoor/Outdoor Applications (cont.)
DIN A4 Sheet Format (8.26" x 11.69" / 210 mm x 297 mm)

Part
Number Material Color

Label Size
Width x Length

In. (mm)

Dwg.
Page
No.

Std.
Pkg.
Qty.*

PEL-25-Y2Y-10

GMY2-Y
Polyester Yellow

0.35 x 0.59 (9.0 x 15.0) 76 10,000

PEL-26-Y2Y-5 0.43 x 0.75 (11.0 x 19.1) 76 5000

PEL-27-Y2Y-5 0.43 x 1.50 (11.0 x 38.1) 76 5000

PEL-4-Y2Y-10 0.70 x 0.33 (17.8 x 8.5) 76 10,000

PEL-10-Y2Y-5 0.70 x 0.50 (17.8 x 12.7) 76 5000

PEL-24-Y2Y-10 0.79 x 0.31 (20.0 x 8.0) 76 10,000

PEL-5-Y2Y-10 0.80 x 0.33 (20.3 x 8.5) 76 10,000

PEL-2-Y2Y-10 1.00 x 0.25 (25.4 x 6.4) 76 10,000

PEL-11-Y2Y-5 1.00 x 0.50 (25.4 x 12.7) 76 5000

PEL-7-Y2Y-5 1.50 x 0.33 (38.1 x 8.5) 77 5000

PEL-12-Y2Y-2.5 1.50 x 0.50 (38.1 x 12.7) 77 2500

PEL-15-Y2Y-1 2.00 x 1.00 (50.8 x 25.4) 77 1000

PEL-A4-Y2Y-25 8.27 x 11.69 (210.0 x 297.0) 77 25

Static Sensitive Label
DIN A4 Sheet Format (8.26" x 11.69" / 210 mm x 297 mm)

Part
Number Material Color

Label Size
Width x Length

In. (mm)

Printable Area
Width x Length

In. (mm)

Dwg.
Page
No.

Std.
Pkg.
Qty.*

PESS-SEL GMY2-Y
Polyester Yellow 1.00 x 0.50

(25.4 x 12.7)
1.00 x 0.25
(25.4 x 6.4) 76 2500

*Order number of labels required in multiples of Std. Pkg. Qty.

•  Adhesive becomes 
permanent after 24 hours

•  Durable polyester, ideal for 
the top of circuit boards

•  UV resistant for outdoor 
applications 

•  Apply to flat, clean surfaces 
only

•  Warning sign, reference EIA 
(Electronic Industries Assoc) 
Standard RS-471 and MIL 
Standard 129J

PAN-CODE™  Laser Labels by Material


