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Model# Length
3014-36-* 36in (0.9m)
3014-60-* 60in (1.5m)

Cable: 20 AWG Wire, 0.087in  
(2.21mm) O.D.

Rating: For CE compliance and for  
personal safety, do not hold in hand 
when voltages exceed 30 Vrms/ 
42.4 Vpk/60 Vdc or current exceeds 8A 
maximum. Maximum voltage for hands 
free use: 3000 Vdc. Do not use on 
circuits where transient stresses can 
exceed the rated voltage. 5A, +131˚F 
(+55˚C) max.

*Std. Colors: -0 Black, -2 Red.

0.88in (22.35mm)

1.55in
(39.37mm)

Multi-Stacking Banana Plug  
to Miniature Stacking  
Banana Plug

Multi-Stacking Banana  
Plug to Minigrabber®  
Test Clip

Model# Length
3782-12-* 12in (0.3m)
3782-24-* 24in (0.6m)
3782-36-* 36in (0.9m)
3782-48-* 48in (1.2m)
3782-60-* 60in (1.5m)

Hook attaches to component leads up to 
0.060in (1.52mm) O.D.

Cable: 20 AWG Wire, 0.087in  
(2.21mm) O.D.

Rating: For CE compliance and for  
personal safety, do not hold in hand  
when voltages exceed 30 Vrms/42.4 Vpk/ 
60 Vdc or current exceeds 8A maximum. 
Maximum voltage for hands free use: 
300V. Do not use on circuits where 
transient stresses can exceed the rated 
voltage. 5A, +131˚F (+55˚C) max.

*Std. Colors: -0 Black, -2 Red,  
-4 Yellow, -5 Green, -6 Blue.

1.55in
(39.37mm)

2.54in (64.52mm)

Model# Length
6249-12-* 12in (0.3m)
6249-24-* 24in (0.6m)
6249-36-* 36in (0.9m)

Features a slim 0.36in (9.14mm) body 
width. Hook attaches to component leads 
up to 0.060in (1.52mm) O.D.

Cable: 18 AWG Silicone insulated wire, 
0.144in (3.56mm) O.D.

Rating: For CE compliance and for  
personal safety, do not hold in hand when 
voltages exceed 30 Vrms/42.4 Vpk/ 
60 Vdc or current exceeds 8A maximum. 
Maximum voltage for hands free use: 
300V. Do not use on circuits where 
transient stresses can exceed the rated 
voltage. 5A. 

*Std. Colors: -0 Black, -2 Red.

Multi-Stacking Banana  
Plug to Minigrabber®  
Test Clip

2.54in (64.52mm)

1.55in
(39.37mm)

*Color Code:  -0 Black, -1 Brown, -2 Red, -3 Orange, -4 Yellow,
  -5 Green, -6 Blue, -7 Violet, -8 Gray, -9 White

Model# Length
2864-24-* 24in (0.6m)

Cable: 18 AWG Wire, 0.14in  
(3.56mm) O.D.

Rating: For CE compliance and for  
personal safety, do not hold in hand  
when voltages exceed 30 Vrms/42.4 Vpk/ 
60 Vdc or current exceeds 8A maximum. 
Maximum voltage for hands free use:  
5000 Vdc. Do not use on circuits where 
transient stresses can exceed the rated 
voltage. 15A, +131˚F (+55˚C) max.

*Std. Colors: -0 Black, -2 Red.

0.89in (22.60mm)

Right Angle Stacking  
Banana Plug Patch Cord

Model# Length
5053-24-* 24in (0.6m)
5053-36-* 36in (0.9m)
5053-48-* 48in (1.2m)

Hook attaches to components up to 
0.040in (1.02mm) O.D.

Cable: 20 AWG Wire, 0.087in (2.21mm) 
O.D.

Rating: For CE compliance and for  
personal safety, do not hold in hand 
when voltages exceed 30 Vrms/ 
42.4 Vpk/60 Vdc or current exceeds  
8A maximum. Maximum voltage for 
hands free use: 150V. Do not use on 
circuits where transient stresses can 
exceed the rated voltage. 3A, +131˚F  
(+55˚C) max.

*Std. Colors: -0 Black, -2 Red.

1.71in
(43.43mm)

1.55in
(39.37mm)

Multi-Stacking Banana Plug  
to Micrograbber® Test Clip

Model# Plug Type Ratings
6248-12-* Sheathed 

Banana Jack
IEC61010-031

CAT II 300V

Test Lead Extender.

Silicone insulated 1ft (0.3m) leads fit on the end of 
modular test leads such as Pomona 5907A.

Std. Colors: -0 Black, -2 Red.

Minigrabber® Test  
Clip with Sheathed  
 

Patch Cords and Test Leads
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