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ANTI-ROTATION FLAT

SEALED TO IP67.•

SUITABLE FOR HIGH •
        VIBRATION APPLICATIONS.

REVERSE VOLTAGE•
        PROTECTION 

WIDE VIEWING ANGLE.•

WHITE LENS FOR DIFFUSION•
        OF COLOUR.

NICKEL PLATED BRASS BODY•
        WITH ANTI-ROTATION FLAT.

MATERIAL SPECIFICATION:

BODY: BRASS TO BS 2874 CZ121 NICKEL PLATED TO BS 1224.

NUT: BRASS TO BS 2874 CZ121 NICKEL PLATED TO BS 1224.

O-RING: NITRILE RUBBER.

WRINKLE LOCK WASHER: ZINC PLATED STEEL.

LENS: POLYCARBONATE

TERMINATION:

4 OFF 1.19mm OD DUAL WALL CONSTRUCTION, SPEC 44
FLYING LEADS 150mm LONG 

POLARITY: WHITE= +Ve, GREEN= -Ve, RED= -Ve, BLUE= -Ve.

COLOURS:

WHITE.

RED, GREEN AND BLUE.

PINK, TEAL AND YELLOW.

MOUNTING HOLE DETAIL:

TO BE CLEAN AND 
BURR FREE

20/09/13
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PART Nº
VOLATGE 
DC (TYP) 

(V)
CURRENT (mA) POWER 

(TYP)(W)
OPERATING 
TEMP. (ºC)

STORAGE 
TEMP.      
(ºC)

MAX REVERSE 
VOLTAGE (V)

NUT 
MOUNTING 

TORQUE 
(NM)

LENS

525-095-21-50 12
WHITE: 43  
RED: 16    
BLUE: 7    

GREEN: 20

WHITE: 0.53  
RED: 0.2   

BLUE: 0.09   
GREEN: 0.24
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