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For 1/4 Diameter Fuses

ORDERING INFORMATION:

Catalog Clip
Number Material* Finish Style

102 071 Spring Brass Tin-plated Ear
102 074 Spring Brass Tin-plated Earless
102 076 Spring Brass Hot Tin Ear

122 083 Beryllium Copper Silver-plated Ear
122 087 Beryllium Copper Silver-plated Earless
122 088 Beryllium Copper Tin-plated Ear
122 093 Beryllium Copper Tin-plated Earless

Bowed Tab P.C. Board Type

Catalog Clip
Number Material* Finish Style

102 078 Spring Brass Tin-plated Earless
102 079 Spring Brass Tin-plated Ear

Low Profile P.C. Board Type

Catalog Clip
Number Material* Finish Style

102 080 Spring Brass Tin-plated Ear
122 090 Beryllium Copper Silver-plated Ear

Low Profile P.C. Board Type

Catalog Clip
Number Material* Finish Style

100 058 Spring Brass Tin-plated Ear

*NOTE: Spring brass clips are suitable for current levels up to 15 amperes; beryllium copper clips
up to 30 amperes.

A

.300"
(2 PL.)

.100" DIA. 4 HOLES

RECOMMENDED MOUNTING PATTERN

.31"
.125"
REF.

.06"

.132" REF.
DIA.

HOLE

.37"

.28"

.08"

.42"
.25"

.165"

.33"

A

.300"
(2 PL.)

.070" DIA. 4 HOLES

RECOMMENDED MOUNTING PATTERN

.30"

.28"
.06"

.05"

.11"

.21"

A

.200"

.100"

.052" DIA. 4 HOLES

RECOMMENDED MOUNTING PATTERN

.28"

.192"
REF.

.125" REF.
.03"

.23"

.19"

.04"

Nominal Length
Fuse Length “A”

5/8 .750
3/4 .875
7/8 1.000
1 1.125

11/16 1.187
11/4 1.347
17/16 1.562

Nominal Length
Fuse Length “A”

5/8 .760
3/4 .880
7/8 1.005
1 1.130

11/16 1.195
11/4 1.380
17/16 1.570

Nominal Length
Fuse Length “A”

1 0.781
11/4 1.035
17/16 1.250

Traditional P.C. Board Type

A

.300"
(2 PL.)

.078" DIA. 4 HOLES

RECOMMENDED MOUNTING PATTERN

.28" .31"

.28"

.06"
.03"R

.42"
.27"

.14"

Nominal Length
Fuse Length “A”

5/8 .750
3/4 .875
7/8 1.000
1 1.125

11/16 1.187
11/4 1.347
17/16 1.562
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