Series MIXQ

Dimensions: MXQ16

Basic style

36.5 (Adjuster at extension end)
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2 x M5 x 0.8 thread depth 8

* For detailed dimensions about the stroke adjuster,
refer to the option for the stroke adjuster.
Rubber stopper (Refer to page 122.)
Metal stopper (Refer to page 125.)

Operating port 2 x M5 x 0.8

12 Max. 12 (Retraction end adjuster)

5.5

11

\

Note 1) If long bolts are used, they can touch the
guide block and cause malfunction, etc.
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Refer to the Specific Product Precautions.
Note 2) Since the table is made of a magnetic
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substance, it could become magnetized if
b touched by a magnet, etc. This could
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Adjuster at extension end

cause auto switch malfunction.
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Model F N G H | NN | GA | HA | J K | KA|NA | M Y4 2Z
MXQ16- 10 38 4 18 39 2 18 39 12 40 28 — 4 78 77 89
MXQ16- 20 38 4 18 39 2 18 39 12 40 38 — 4 78 77 89
MXQ16- 30 48 4 19 48 2 19 48 12 50 48 — 4 88 87 99
MXQ16- 40 58 4 19 58 2 19 | 58 12 60 58 — 4 98 97 | 109
MXQ16- 50 | 40 6 | oo Nl 3 48 | 45 | 20 68| 68 | 91| 8 | 114 | 113 | 125
MXQ16- 75 46 6 21 52 3 73 52 15 105 93 | 123 8 146 | 145 157
MXQ16-100 44 8 36 44 4 80 88 18 145 | 118 | 166 8 189 | 188 | 200
MXQ16-125 44 10 17 44 5 105 88 23 165 | 143 | 191 8 214 | 213 | 225

Note) Refer to the bottom view of MXQ16-50.
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