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End View of Assembly

1550Z108

1550Z108BK

Purchased assembly includes enclosure, M4x25 lid screws and
Pre-formed Silicone Gasket

Natural Finish Enclosure

Black Textured Enclosure

NOTES

Cover screws should be torqued to 5-7.5 lbf.in (50-75 cN.m)
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1550Z108

Enclosures can be Factory Modified ( Milling, Drilling, Printing etc. )
Contact Factory       mjm@hammondmfg.com for quotes
Solid models of this enclosure available in STEP or IGES.

4.937 in
[125.40 mm]

3.165 in
[80.40 mm]

2.677 in
[68.00 mm]

4.449 in
[113.00 mm]

0.479 in
[12.18 mm]

3.978 in
[101.05 mm]

0.161 in
[4.08 mm]

4.616 in
[117.25 mm]

0.161 in
[4.08 mm]

2.844 in
[72.25 mm]

0.794 in
[20.18 mm]

1.892 in
[48.05 mm]

0.555 in
[14.10 mm]

1.740 in
[44.20 mm]

0.236 in
[6.00 mm]

4.464 in
[113.39 mm]

0.555 in
[14.10 mm]

3.827 in
[97.20 mm]

0.236 in
[6.00 mm]

2.693 in
[68.39 mm]

2.315 in
[58.80 mm]0.614 in

[15.60 mm]

2.789 in
[70.85 mm]

(Inner Box Width)

0.236 in
[6.00 mm]

4.569 in
[116.04 mm]

(Inner Box Length)

0.156 in
[3.96 mm]
(Wall Thickness)

2.000 in
[50.80 mm]

(Inner Box Height)

4.173 in
[106.00 mm]

0.945 in
[24.00 mm]

0.591 in
[15.00 mm]

File #E71073
NEMA 4, 4X

INTERNAL SHELF ACCEPTS 
M4 SCREW


