
 
 

 

DECLARATION OF CONFORMITY TO 
EC DIRECTIVE 89/686/EEC, 

THE PERSONAL PROTECTIVE EQUIPMENT DIRECTIVE 

 
 

JSP Ltd declare that the: 
 

HARDCAP AEROLITE INDUSTRIAL BUMP CAP 

 
meets the Health and Safety requirements of the PPE Directive 89/686/EEC. The product has 
been tested to and meets the requirements of BS EN 812:2012. 
 
The product was tested at BSI Product Services during August 2015. 
 
The Technical Files for the product and its associated accessories and replacement parts have 
been assessed by the notified body, BSI Product Services (0086), Maylands Avenue, Hemel 
Hempstead, Hertfordshire, HP2 4SQ, United Kingdom, and placed on EC Type Examination 
Certificate number 01203. 
 
The HardCap Industrial Bump Cap has been designed and tested to the requirements of BS EN 
812:2012, the Industrial Bump Cap Standard.  Production and testing of the Top Cap Industrial 
Bump Cap is carried out under a registered BS EN ISO 9001 : 2008 Quality System. Testing is 
carried out in JSP Ltd's Quality Assurance Laboratory in accordance with procedures laid down in 
BS EN 812:2012. All equipment used for this testing is calibrated, with calibration traceable to 
National Standards. 
 

 
10th March 2017 
 
MATTHEW JUDSON, B.Eng(Hons.),  AIQA. 
Director – Respiratory and Technical Support 
for and on behalf of JSP Ltd. 
 


