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Weatherproof Connectors

Weatherproof ConnectorsWeatherproof ConnectorsWeatherproof ConnectorsWeatherproof Connectors
Order codeOrder codeOrder codeOrder code Manufacturer codeManufacturer codeManufacturer codeManufacturer code DescriptionDescriptionDescriptionDescription

23-2584 PX0764/P BUCCANEER FLANGE MOUNTING PLUG 2 WAY
23-2586 PX0765/P BUCCANEER FLANGE MOUNTING PLUG 3 WAY
23-2588 n/a BUCCANEER FLANGE MOUNTING PLUG 6 WAY
23-2590 PX0769/P BUCCANEER FLANGE MOUNTING PLUG 9 WAY
23-2592 PX0764/S BUCCANEER FLANGE MOUNTING SOCKET 2 WAY
23-2594 PX0765/S BUCCANEER FLANGE MOUNTING SOCKET 3 WAY
23-2596 PX0767/S BUCCANEER FLANGE MOUNTING SOCKET 6 WAY
23-2598 PX0769/S BUCCANEER FLANGE MOUNTING SOCKET 9 WAY
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Order Code Poles Termination Contact Types Contacts 
23-2584 2 Screw Pin Supplied Fitted 
23-2586 3 Screw Pin Supplied Fitted 
23-2588 6 Screw Pin Supplied Fitted 
23-2590 9 Crimp Pin Supplied Loose 

     
23-2592 2 Screw Socket Supplied Fitted 
23-2594 3 Screw Socket Supplied Fitted 
23-2596 6 Screw Socket Supplied Fitted 
23-2598 9 Crimp Socket Supplied Loose 

Main Characteristics: 

� Low Profile Flange Mounting Connector. 

� Screw Flange Fixing. 

� IP68 Rating. 

� Pin or Socket Versions. 

� Mates with Flex Cable Connector. 
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