
Accessories

Gasket Replacement Kits:

Each replacement kit
includes two pre-formed
silicon gaskets.
Gaskets include adhesive
backing for easy installation.
Gasket is applied to the lid
(see photo example).
Designed to meet IP65 (with
properly installed gasket and
lid screws torqued at 55
cN.m).

Enclosure Part Number
Starts With:

Use Gasket Kit 
Part Number

(Includes two gaskets)
1590WA 1590AGASKET
1590WB 1590BGASKET
1590WBB 1590BBGASKET
1590WC 1590BBGASKET
1590WD 1590EGASKET
1590WDD 1590EGASKET
1590WDE 1590DEGASKET
1590WE 1590EGASKET
1590WEE 1590DEGASKET
1590WF 1590FGASKET
1590WG 1590GGASKET
1590WH 1590HGASKET
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Enclosure Part Number
Starts With:

Use Gasket Kit 
Part Number

(Includes two gaskets)
1590WJ 1590JGASKET
1590WK 1590KGASKET
1590WKK 1590KGASKET
1590WLB 1590LBGASKET
1590WLLB 1590LLBGASKET
1590WN 1590NGASKET
1590WP 1590PGASKET
1590WQ 1590QGASKET
1590WR1 1590RGASKET
1590WS 1590SGASKET
1590WT 1590TGASKET
1590WU 1590QGASKET
1590WV 1590QGASKET
1590WX 1590XGASKET
1590WXX 1590XGASKET
1590WY 1590YGASKET
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