
EAN l x w x h [mm] W VAC Hz lm lm/W

BIOLUX HCL PL 1200 S 40W TW DALI 4099854140228 1195 x 295 x 11 40 220-240 0/50/60 4100 102 

EAN K IP IK Ra  (°C) PF

BIOLUX HCL PL 1200 S 40W TW DALI 4099854140228 2700-6500 20 02 90° ≥ 90 -20...+40 > 0.9 3.3 kg

SECURITY KIT
(optional*)

BIOLUX HCL PANEL 1200 TW DALI
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LEDVANCE
VIVARES

DALI System

DALI-2
Systems

4x

1x

2x

≤ 16 A
B10 B16 B25 B32 C10 C16

DALI tc

BIOLUX HCL PL 1200
S 40W TW DALI

14x 23x 35x 46x 23x 36x

OSRAM
OTi DALI 50/

220...240/
1A4 NFC TW

< 75°C

* D Optional  En option  Opzionale  Opcional  Opcional  Προαιρετικό  Optioneel  Tillval 
 Optio  Alternativ  Ekstraudstyr  Volitelné  Опционально KZ Қосымша  Opcionális  Opcjo-
nalnie  Voliteľné  Izbirno  Opsiyonel  Opcionalno  Opțional  По избор  Mittekohustuslik  
 Pasirenkamas  Pēc izvēles  Opcija UA Пропонується додатково

ACCESSORIES
• SURFACE MOUNT KIT
• SURFACE MOUNT KIT VALUE
• SUSPENSION KIT
• RECESSED MOUNT FRAME
• RECESSED MOUNT CLIPS

SECURITY KIT (optional*)


