
The 7000 U
niversal R

ange of A
udio and V

ideo C
onnectors em

ploys m
any innovative 

features unique to the D
eltron series.  They are suitable for use in both com

m
ercial and 

industrial electronic applications, w
here reliability, sim

ple operation and the elim
ination 

of R
F and m

echanical interference is necessary.  C
om

m
on uses include m

ixing desks, 
tape recorders, video recorders, D

A
T recorders and test instrum

entation. 

Features 
 -com

pletely interchangeable w
ith all leading  

 m
anufactures of X

LR
s. 

-can be m
ounted from

 either the front or rear face 
-H

O
U

SIN
G

: a rugged diecasting offering full  
 R

F protection, w
ith sm

all industrial standard flange. 
-IN

SER
T: therm

oplastic w
ith high m

echanical, therm
al 

 and electrical properties, excellent chem
ical resistance 

 and dim
ensional stability. 

-C
O

N
TA

C
TS: precision m

achined in brass w
ith generous 

 solder buckets to accept a w
ide range of cable sizes. 

-SH
ELL TO

 G
R

O
U

N
D

 TER
M

IN
A

L: silver plated 
 straight through connection. 
-C

O
D

IN
G

: a unique interchangeable system
 of coloured 

 plastic buttons providing a quick and easy system
 of  

 identification (w
hen the connector is front m

ounted.) 
  M

echanical Properties 
H

ousing  
 

 Zinc high pressure diecast                           
 

 
 

 Satin nickel or black chrom
e 

C
ontact B

ase 
 

 V
alox D

R
48 U

L 94V
-0 

C
ontacts  

 
 B

rass, 3 m
icrons silver, anti-tarnish 

 
 

 
 Finish, or 0.5 m

icrons gold 
Earth Tag  

 
 Spring Steel, N

ickel plate 
 

 
 

 3 m
icrons silver plate 

Ident B
uttons. 

 
 A

cetal (U
L 94 H

B
) 

Ident. O
ptions 

 
 B

lack, B
lue, O

range, R
ed, G

reen 
 

 
 

 Y
ellow

, B
row

n, V
iolet, G

rey, W
hite 

O
perating Tem

p  
 -30

�C
 to +80

�C
 

Insertion Force 
 

 20N
 

W
ithdraw

al Force 
 10N

 
M

in N
o. Insertions 

 10000 
 Electrical Properties 
N

um
ber of C

ontacts 
 3, 4 or 5 

R
ated C

urrent per C
ontact  16, 10 or 7.5 A

W
G

 
M

axim
um

 W
ire Size 

 14, 14 or 14 A
W

G
 

(solid) 
 

 
 2.5, 2.5 or 2.5m

m
 

C
ap. B

etw
een C

ontacts 
 4, 7 or 7pF 

R
ated V

oltage 
 

 250 V
olts a.c. 

Test V
oltage  

 
 1500 V

olts a.c. 
C

ontact resistance 
 3 m

illi-O
hm

s 
Insulation resistance 

 1 giga-O
hm

s 

D
eltron Part N

o
N

ickel
B

lack
N

ickel 
B

lack
3-w

ay
717-0300

719-0300
723-0300

725-0300
4-w

ay
717-0400

719-0400
723-0400

725-0400
5w

a y
717-0500

719-0500
723-0500

725-0500

Silver C
ontacts

G
old C

ontacts


