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Receptacles
Straight Bulkhead Jacks

Plating
Part Number Body Material Body Contact Terminal Type Description
901-9911 Stainless Steel Passivated Gold Blunt Post Front Mount, .050 Pin

901-9211 Stainless Steel Gold Gold Solder Cup Rear Mount/Hex Flange

901-9220 Stainless Steel Gold Gold Blunt Post Front or Rear Mount

901-9841 Stainless Steel Gold Gold Post Front Mount

901-9856 Stainless Steel Passivated Gold Slot Press Fit

901-9023 Stainless Steel Passivated Gold Socket Front or Rear Mount (launcher)

Straight Panel Plugs:  4-Hole Flange
Plating

Part Number Body Material Body Contact Terminal Type
901-9214-CC Stainless Steel Gold Gold Blunt Post/.158(4.0) Long

901-9767 Stainless Steel Passivated Gold Blunt Post/.115(2.9) Long

Straight Panel Jacks:  4-Hole Flange
Plating

Part Number Body Material Body Contact Terminal Type
901-9215 Stainless Steel Gold Gold Solder Cup .200” (5.1mm) Long

901-9758 Stainless Steel Passivated Gold Blunt Post .115” (2.9mm) Long

901-9204-CCSF Stainless Steel Passivated Gold Blunt Post .205” dielectric + .060”  
center conductor behind flange

901-9839 Stainless Steel Passivated Gold Blunt Post .06” dielectric + .120” 
center conductor behind flange

901-9789 Stainless Steel Passivated Gold Blunt Post .590” dielectric + .117”  
center conductor behind flange

901-9804-1 Stainless Steel Passivated Gold Blunt Post, Solder Dipped .010 dia

Straight Panel Jacks:  2-Hole Flange
Plating

Part Number Body Material Body Contact Terminal Type
901-9244-1 Stainless Steel Gold Gold Slot .025” (0.6mm) wide

901-9244-1SF Stainless Steel Passivated Gold Slot .025” (0.6mm) wide

901-9814 Stainless Steel Passivated Gold Socket (Flush)

901-9770 Stainless Steel Passivated Gold Socket (Extended Dielectric)

SMA


