
Panel moun�ng DIN sized selector switches providing convenient, reliable selec�on of up to 12 ther-
mocouple inputs

2 types available:

XF-1146-FAR – Type K with fixed 1-metre-long type K extension lead (comes with fixed 1 metre type K 
PVC output cable)

XF-1148-FAR – Universal type for use with other thermocouple or sensor types (unit has 2 wire output 
termina�on enabling user to fit their own choice of thermocouple or sensor cable – note: cable is not 
included)

• Panel moun�ng selector unit in standard DIN sized case

• Dedicated type K version with 1 metre fixed lead

• Universal version for use with other thermocouple types (K, J, T, N, R/S etc.); can also be used 
with other 2 wire sensors, RTD’s, Thermistors etc.

• Provides easy selec�on and clear indica�on of the desired channel

• 12 inputs, 1 output

• Input connec�ons: barrier terminal strip

• Dimensions (WxHxD): 90 x 44 x 130mm

• Panel cut out (HxW): 45 x 92mm 

Thermocouple Selector Switch Box - Panel Moun�ng
12-way Type K, or Universal type for use with other thermocouple or sensor types
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FAR178-0917 Thermocouple Selector Switch Box - Panel Moun�ng 

Type K No. of ways Order code

Type K 12 XF-1146-FAR
Universal 12 XF-1148-FAR


