
Body    PA 6.6 
Button    PC

Contacts terminals  Gold plated nickel
Contacts    Gold plated nickel

LED terminals   Silver plated nickel

MECHANICAL

ELECTRICAL

ENVIRONMENTAL

Travel  (nom)  2 mm ±0.3mm 
Operating force  (nom)  5 N ±30%
Panel thickness  (max)  1 - 6 mm
Terminal type   l -   2.8 x 0.5 

  Momentary

Dielectric strength  2500V a.c.

Ingress protection   IP67
Operating temperature range -40°C to +85°C  

Voltage    5V
Current LED   65 mA max

PART NUMBERS
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LIGHTING

DUAL-COLOR ILLUMINATED

FL13DGB5 FL12DGB5 Milky white Green or Blue
FL13DRB5 FL12DRB5 Milky white Red or Blue
FL13DRG5 FL12DRG5 Milky white Red or Green

Ø13.5 Ø12 Cap Illumination color 

ILLUMINATED

FL13LB5 FL12LB5 Blue  
FL13LG5 FL12LG5 Green 
FL13LO5 FL12LO5 Orange

Ø13.5 Ø12 Cap

FL13LR5 FL12LR5 Red
FL13LW5 FL12LW5 White 
FL13LY5 FL12LY5 Yellow

NON-ILLUMINATED

FL13NN  FL12NN Black
FL13NB   FL12NB   Blue   
FL13NG   FL12NG

Ø13.5 Ø12 Cap

Green
FL13NO   FL12NO Orange 
FL13NR   FL12NR Red
FL13NW  FL12NW  White 
FL13NY  FL12NY  Yellow

MATERIALS
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