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Model# 3030

Center hole accepts 4-40 screw.

Material: Banana Plug Body: brass; Spring:  
beryllium copper; Finish: gold plating.

Rating: 5A. Resistance less than 1.5 mΩ.

Fits Miniature Binding Posts and Miniature Banana 
Jacks on 0.5in (12.70mm) centers.

Miniature Double  
Banana Plug  
Shorting Bar

0.50in
(12.70mm)

0.75in  
(19.05mm)

0.75in
(19.05mm)

Model# 3548-*

Accepts miniature banana plug.

Wire firmly held in place with internal set screw.

Material: Pin Tip Plug/Jack: gold-plated brass; 
Insulation: ABS.

Rating: For CE compliance and for personal 
safety, do not hold in hand when voltages 
exceed 30 Vrms/42.4 Vpk/60 Vdc or current 
exceeds 8A maximum. Maximum voltage for 
hands free use: 3000 Vdc. Do not use on circuits 
where transient stresses can exceed the rated 
voltage.5A, +122˚F (+50˚C) max.

*Std. Colors: -0 Black, -2 Red.

1.31in (33.27mm)

0.31in  
(2.87mm)

0.086in
(2.18mm) I.D. 0.50in 

(12.70mm)

0.08in (2.03mm) pin

Do-It-Yourself Pin  
Tip Plug with Safety  
Shield, Stackable,  
Solderless

0.88in
(22.35mm)

0.31in  
(7.87mm)

0.72in
(18.29mm)

0.234in
(59.44mm)

0.250in (6.35mm)

Panel Cut-Out

Model# 2142-*

Accepts miniature banana plugs. Mounts in  
panels up to 0.250in (6.35mm) thick.

Material: gold-plated brass; Insulation:  
polycarbonate.

Rating: For CE compliance and for personal 
safety, do not hold in hand when voltages 
exceed 30 Vrms/42.4 Vpk/60 Vdc or current 
exceeds 8A maximum. Maximum voltage for 
hands free use: 1500 Vdc. Do not use on circuits 
where transient stresses can exceed the rated 
voltage. 5A, +239˚F (+115˚C) max.

*Std. Colors: -0 Black, -2 Red, -3 Orange,  
-4 Yellow, -5 Green, -6 Blue, -9 White.

Uses hex nut 6440. 

Replacement hex nuts available on page 36.

Sold unassembled, in pkgs. of 10 per color. 

Miniature Banana  
Jack, Panel Mount

Miniature Rivet  
Type Banana Plug

Model#  Panel X Dim.
3268 0.062in 

(1.57mm)
0.094in 

(2.39mm)
3271 0.093in 

(2.36mm)
0.125in 

(3.17mm)
3272 0.125in 

(3.17mm)
0.156in 

(3.96mm)

Fits miniature 0.104in (2.64mm) dia. banana jacks.

Material: Banana Plug Body: brass; Spring:  
beryllium copper; Finish: gold plating. 

Rating: For CE compliance and for personal  
safety, do not hold in hand when voltages exceed  
30 Vrms/42.4 Vpk/60 Vdc or current exceeds  
8A maximum. Maximum voltage for hands free use: 
2500 Vdc. Do not use on circuits where transient 
stresses can exceed the rated voltage. 5A.

Sold in pkgs. of 10.

X 0.09in 
(2.29mm)

0.10in  
(2.54mm)

0.16in  
(4.06mm)

Miniature Binding  
Post

Model# Plating
2382-* Gold
2439-* Tin

Accepts miniature banana plug. 

8-32 hex nut and lockwasher included.

Material: Binding Post Body, Nut: brass; Lockwasher: 
steel; Insulation: polycarbonate.

Rating: For CE compliance and for personal safety,  
do not hold in hand when voltages exceed  
30 Vrms/42.4 Vpk/60 Vdc or current exceeds 8A  
maximum. Maximum voltage for hands free use:  
1500 Vdc. Do not use on circuits where transient 
stresses can exceed the rated voltage. 5A, +239˚F 
(+115˚C) max.

*Std. Colors: -0 Black, -2 Red.

Replacement hex nuts available on page 36.
Panel Cut-Out

x-hole 0.086in 
(0.2.18mm)

0.75in 
(19.05mm)

open

0.38in 
(9.65mm)

0.63in (16.00mm)
open

Model# 3277

Accepts miniature banana plugs.

Mounts in panels up to 0.062in (1.57mm) thick.

Material: Gold-plated brass.

Rating: For CE compliance and for per-
sonal safety, do not hold in hand when voltages 
exceed 30 Vrms/42.4 Vpk/60 Vdc or current 
exceeds 8A maximum. Maximum voltage for 
hands free use: 1500 Vdc. Do not use on circuits 
where transient stresses can exceed the rated 
voltage. 5A.

Sold in pkgs. of 10.

Rec. Mounting Hole: .140 ± .002 (9/64 Drill).

Panel Thickness: 0.062in (1.57mm)

0.50in
(12.70mm)

0.14in  
(3.56mm)

0.34in
(8.64mm)

0.105n
(2.67mm)

Miniature Rivet Type  
Banana Jack with  
Turret

Model# 4022-*

Accepts miniature banana plugs.

Mounts in panels up to 0.250in (6.35mm) 
thick.

Material: Jack: nickel-plated brass; Terminal: 
gold-plated phosphor bronze; Insulation: 
polycarbonate. 

Rating: For CE compliance and for personal 
safety, do not hold in hand when voltages 
exceed 30 Vrms/42.4 Vpk/60 Vdc or current 
exceeds 8A maximum. Maximum voltage for 
hands free use: 1500 Vdc. Do not use on  
circuits where transient stresses can exceed 
the rated voltage. 3A, +239˚F (+115˚C) max.

*Std. Colors: -0 Black, -2 Red.

Sold unassembled, in pkgs. of 10.

1.33in
(33.78mm)

0.31in  
(7.87mm)

0.74in
(18.80mm)

0.45in
(11.43mm)

0.234in
(59.44mm)

0.250in (6.35mm)

Panel Cut-Out

Miniature Banana Jack  
with Wire Wrap Terminal

*Color Code:  -0 Black, -1 Brown, -2 Red, -3 Orange, -4 Yellow,
  -5 Green, -6 Blue, -7 Violet, -8 Gray, -9 White

Miniature Insulated  
Binding Post with  
Double Mounting Base

Model# Plating
2383-* Gold
2440-* Tin

Accepts miniature banana plugs.

8-32 hex nut and lockwasher included.

Material: Binding Post Body, Nut:  
brass; Lockwasher: steel; Insulation:  
polycarbonate.

Rating: For CE compliance and for personal 
safety, do not hold in hand when voltages 
exceed 30 Vrms/42.4 Vpk/60 Vdc or current 
exceeds 8A maximum. Maximum voltage for 
hands free use: 1500 Vdc. Do not use on  
circuits where transient stresses can exceed 
the rated voltage. 5A, +239˚F (115˚C) max.

*Mounting Base Colors: -0 Black, -2 Red.

*Std. Colors: 2383: -0 Black, -2 Red. 2440: 
-0 Black.

Replacement hex nuts available on  
page 36.

0.50in 
(12.70mm)

x-hole 0.086in (0.2.18mm)

0.75in (19.05mm)
Max. open

0.86in  
(21.84mm)

0.63in (16.00mm)

Panel Cut-Out

Banana Plugs and Jacks
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