
Conserve desk space by suspending up to five flat panel
monitors on a single base. Choose between multiple

configurations and adjustment ranges. Easily adjust the height
and position of all monitors to a comfortable, ergonomically
appropriate position. Patented pivot mechanisms allow you to
tilt, pivot and turn your flat panel monitors for maximum
efficiency and ergonomic comfort. Free Standing, Desk Clamp,
and Grommet Mount Bases are available for all configurations.

The DS100 Series is a line of products within Ergotron’s 
flat panel monitor Adjustable Rotating Mounting 
Solutions (ARMS).

Features

• View multiple monitors
simultaneously 

• Easily position the height and
angle of your monitors for
maximum comfort and
productivity

• Three points of rotation provide
maximum adjustability:
1. 180° of up-and-down tilt
2. 180° of side-to-side tilt
3. Portrait/Landscape swiveling 

• Video Electronics Standards
Association (VESA®) FPMPMI™
compliant for 75 mm or 100 mm
Mounting Interface Standard

• Patented friction system provides
smooth long-life adjustment while
maintaining touch-screen stability

• Manages 15" to 20" flat panel
monitors up to 23 lbs (10.4 kgs)

• Low-profile base minimizes
interference with items on desk

• Steel construction ensures 
long-lasting durability

• Cable management system
organizes and routes cables
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Slide pivot along crossbar to
accommodate different monitor widths.

Double Pivot with Portrait/Landscape
(P/L) shown. Pivots allow monitors to tilt
up to 180° up-and-down, tilt up to 180°
side-to-side, and rotate 360° for P/L
adjustment.

VESA® FPMPMI™ 75 mm and 100 mm
Standard Interface Plate.

Cables are guided cleanly through
channels with removable covers.

Top view: Using different pivots, monitors
can be aligned into a curved profile to
benefit viewing.

Sleek low-profile base with durable finish
provides stability and space savings.

Monitor Interface Options:
• VESA FPMPMI™ 75 mm and 100 mm Interface Plate (Standard)
• Custom Interface Plate (contact Ergotron for details and availability)

Pole Heights: 14" (356 mm), 22" (559 mm), 28" (711 mm)

Crossbar Widths: 25" (635 mm) for two monitors and 41" (1041 mm) for three.

Basic Specifications:

Maximize the effectiveness of your flat screen monitors

up to 180˚
up-and-down tiltVertical Adjustment

up to 180˚
side-to-side tilt

360˚
portrait/landscape (P/L)

Easily adjust monitor 
position, using 

thumbscrew on back

General Features:
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Sample Configuration Options:

33-090-009, Free
Standing Base, 14"
Pole, Pole Clamp and
Double Pivot w/ P/L 

33-092-200, Free
Standing Base,14"
Pole, 25" Crossbar, 
(2) Double Pivots w/ P/L

33-091-009, Free
Standing Base, 28"
Pole, (2) Pole Clamps
and Double Pivots w/ P/L 

33-095-009, Free
Standing Base,
14" Pole, 41" Crossbar, 
(2) Double Pivots w/ P/L,
(1) Single Pivot 

33-096-200, Free
Standing Base, 28"
Pole,  (2) 25" Crossbars,
(4) Double Pivots w/ P/L

Other configurations and options are available. Free
Standing, Desk Clamp, and Grommet Mount Bases
are available for all configurations

Pole Clamp with Direct
Mount 100S Pivot

Sliding Pivot w/
adjustment knob

Select a base according
to your application

Desk
Clamp
Base 

Grommet
Mount
Base 

NOTE: “P/L” means it has Portrait/Landscape rotation capability; see diagram below.

rear view


