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Technical characteristicsFeatures

Han® VDE Screw Driver Set

Han® VDE Screw Driver Set

Han® Data Sheet 0754

Part-Number: 09 99 000 0836

* SoftFinish®® is a registered trademark of  
Wiha Werkzeuge GmbH

Suitable for HARTING products Range of delivery

•	 Safety	when	working	with	loaded	equipment	up	to	
1.000 V AC

•	 Tool	complying	with	IEC	security	standards

•	 High	quality	chrome-vanadium-molybdenum	steel,	
through-hardened,	chrome-plated	

•	 Protective	insulation	moulded	directly	onto	the	bit

•	 Ergonomic	SoftFinish®* multi-component handle 
with roll off protection

•	 Specifications:	DIN	ISO	2380,	DIN	ISO	8764,	 
manufactured	acc.	to	IEC	60900:2004

•	 Dimensions	(tool	length	x	diameter):	
 0.4 x 2.5: 179 x 23 mm
 0.5 x 3.0: 204 x 23 mm
	 0.6	x	3.5:	204	x	23	mm
	 1.0	x	4.5:	236	x	30	mm
	 PH1:	191	x	23	mm
	 PH2:	218	x	23	mm

•	 Han® A 
•	 Han	Staf®

•	 Han® D®	AV,	Han	E®	AV,
•	 Han®	K	6/6,	K	6/12	(signal)
•	 Han®	E,	Hv	E®,	Han® HsB
•	 Han®	fixing	screws
•	 Han®	K	4/0	K	4/2	K	4/8	screw	contacts
•	 Han®	PE	contacts:	Han	A®,	Han	E®,	Han	D®,	 

Han DD®,	K	8/24,	K	6/6,	K	8/0

•	 SoftFinish®* electric slim bit screw driver:  
0.4	x	2.5,	0.5	x	3.0,	0.6	x	3.5,	1.0	x	4.5	

•	 SoftFinish®*	electric	Phillips	screw	driver:	 
PH1,	PH2,


