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Medical Adaptor 12~40W In te rchangeab le  Type

Features
In te rchangeab le  AC p lugs  (p lug  k i t  so ld  separa te ly )

Med ica l  sa fe ty  approved (2xMOPP)

Su i tab le  fo r  BF app l i ca t ion  w i th  appropr ia te  sys tem cons idera t ion

Un iversa l  AC inpu t  /  Fu l l  range

No load  power  consumpt ion  <0 .075W  

  (<0 .1W fo r  GEM12 18V/48V and GEM30 /40 )

Energy  e f f i c iency  Leve l  V

Comply  w i th  E ISA 2007/DoE and EU ErP

Class  power  (w i thou t  ear th  p in )

Pro tec t ions :  Shor t  c i rcu i t  /  Over load  /  Over  vo l tage

Ext remely  low leakage cur ren t

Fu l l y  enc losed p las t i c  case

Opt iona l  lock  type  DC p lug

3  years  war ran ty
GEM18 /30 /40 75.5x  39 .1x  56 .2  mm

GEM12 73.9x  39x  48 .5  mm

General Specification (Please refer to www.meanwell.com for detail spec.)

Order  No. GEM12 GEM18 GEM30 GEM40

AC input  vol tage range 80~264VAC;  113~370VDC

Leakage current

AC inrush current  (max.) Cold  s ta r t ,  60A a t  230VAC Cold  s ta r t ,  65A a t  230VAC

Over load protect ion 110%~200% 105%~160% 120%~200% 105%~160%

Over  vol tage protect ion 110%~140% ra ted  ou tpu t  vo l tage ,  c lamp by  zener  d iode

Setup,  r ise ,  hold  up t ime 500ms,  30ms,  16ms 500ms,  100ms,  16ms 500ms,  30ms,  16ms

Withstand vol tage I /P -O/P:  5656VDC,  1  minu te

Working temperature -20~+70°C -20~+50°C  -25~+70°C ( re fe r  to  ou tpu t  dera t ing  curve)

Safety  s tandards ANSI/AAMI ES60601-1/60601-1-11, CAN/CSA-C22, TUV EN60601-1/60601-1-11 approved (GEM18  TUV&UL60601-1 only)

EMC standards EN55011 C lass  B ,  EN61000-3-2 ,3 ,  EN61000-4-2 ,3 ,4 ,5 ,6 ,8 ,11 ,  FCC par t18  c lass  B

Length of  output  cable
5~7.5V:  100cm o f  18AWG,
9V:  120cm o f  22AWG,
12~48V:  150cm o f  24AWG

5~9V:  100cm o f  16AWG,
12V:  100cm o f  18AWG,
15~48V:  150cm o f  22AWG

5~9V:  100cm o f  16AWG,
12V:  100cm o f  18AWG,
15~24V:  150cm o f  20AWG,
48V:  180cm o f  24AWG

5V:  100cm o f  14AWG,
9~15V:  100cm o f  16AWG,
18~48V:  150cm o f  20AWG

Standard DC plug P1J:  2 .1øx5.5øx11mm/C+,  tu rn ing  fo rk  type  (refer to page 62 for DC plug list)

Order No. 
(main body)

Output Tol. R&N Effi.

GEM18 05-P1J 5V, 0~3.00A ±5% 60mV 80%

GEM18 09-P1J 9V, 0~2.00A ±5% 60mV 84%

GEM18 12-P1J 12V, 0~1.50A ±3% 80mV 84%

GEM18 15-P1J 15V, 0~1.20A ±3% 80mV 84%

GEM18 18-P1J 18V, 0~1.00A ±2% 80mV 84%

GEM18 24-P1J 24V, 0~0.75A ±2% 80mV 85%

GEM18 48-P1J 48V, 0~0.38A ±2% 80mV 87%

Order No. 
(main body)

Output Tol. R&N Effi.

GEM12 05-USB 5V, 0~2.4A ±5% 60mV 80%

GEM12 05-P1J 5V, 0~2.4A ±5% 60mV 80%

GEM12 07-P1J 7.5V, 0~1.6A ±5% 60mV 82%

GEM12 09-P1J 9V, 0~1.33A ±4% 60mV 82%

GEM12 12-P1J 12V, 0~1A ±3% 80mV 82.5%

GEM12 15-P1J 15V, 0~0.8A ±3% 80mV 84%

GEM12 18-P1J 18V, 0~0.66A ±3% 80mV 84%

GEM12 24-P1J 24V, 0~0.5A ±2% 80mV 85%

GEM12 48-P1J 48V, 0~0.25A ±2% 100mV 87%

Order No. 
(main body)

Output Tol. R&N Effi.

GEM30 05-P1J 5V, 0~4.00A ±5% 100mV 82%

GEM30 07-P1J 7.5V, 0~3.33A ±5% 100mV 86%

GEM30 09-P1J 9V, 0~3.33A ±5% 100mV 87%

GEM30 12-P1J 12V, 0~2.50A ±3% 100mV 87%

GEM30 15-P1J 15V, 0~2.00A ±3% 100mV 87%

GEM30 18-P1J 18V, 0~1.66A ±2% 100mV 88%

GEM30 24-P1J 24V, 0~1.25A ±2% 100mV 88.5%

GEM30 48-P1J 48V, 0~0.62A ±2% 100mV 90%

Order No. 
(main body)

Output Tol. R&N Effi.

GEM40 05-P1J 5V, 0~5.00A ±5% 100mV 84%

GEM40 09-P1J 9V, 0~4.00A ±5% 100mV 87%

GEM40 12-P1J 12V, 0~3.33A ±3% 100mV 88%

GEM40 15-P1J 15V, 0~2.66A ±3% 120mV 88%

GEM40 18-P1J 18V, 0~2.22A ±2% 120mV 88%

GEM40 24-P1J 24V, 0~1.67A ±2% 120mV 89%

GEM40 48-P1J 48V, 0~0.80A ±2% 200mV 90.5%

 The main body unit and AC plug should be ordered seperately. The main body needs to be used along with any one of the AC plug.

Interchangeable AC Plug Specifically for GEM12/18/30/40

AC Plug Type and Order  No.

AC Plug-AU2 AC Plug-UK2 AC Plug-EU2 AC Plug-US2 AC Plug-MIX2

Australian Type U.K. Type European Type U.S. Type Mixed Four Type

NEW

NEW


