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4. CHARACTERISTICS
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3. TURNS, WIRE AND CORE

PIN.NO. 6-4 3 - I 

TURNS (Ref.) 33T 330T 

WIRE 00.08 mm (2UEW) 

DRUM CORE EL8H 

CAP CORE EHF60 

TESTING 

STAMP 
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OR EQUNALENT 

OREQUNALENT 

MEASUREMENT ITEM SPEC. ( l - 3) CONDITION INSTRUMENT 
OPERATING FREQUENCY 40kHz 

VARJABLE JNDUCTANCE 5.3 mH±6% Min. 252kHz MQ-1601 

UNLOADEDQ 100 Min. 252kllz MQ-1601 
( 1 - 3 ) EXT. CAP. 3000 pF (Ref.)

5. GENERAL CHARACTERISTICS:
(i) Core Torque : . 30 - 400gf · cm
@ Dielectric Strength: No abnormality at IOOV D.C. for l minute between winding-winding, winding-cijse.
(D Insulation Resistince: Over lOOMQ at !OOV D.C. between winding-winding, winding-case.
(!) Humidity Test Frequency (Inductance) deviation within ±0.5% (±1%)

Deviation of Q within ±20%
After 96±4 hours in 90-95% relative humidity at 40°C±2°C and 60 minutes drying
under normal condition.

CD Temperature Test: Frequency (Inductance) deviation within ±0.5% (±1%)
Deviation of Q within ±20% . .. . · . 
a. After 6 hours at -25°C±3°C and I hour latc:r uqder normal cQndition.
b. After!i)l.ours at 85°C±2°C and I hour la.tee.under normal condition,

® Terminal Strength : No abnormality at 0.5kg for 30±5 seconds (pull and push). 
(!) Terminal· Heat Test: No abnormality at 250°C±5°C for 5 seconds. 

6.REMARKS:

APPROVAL CHECK DE$lGN · REVlSION 
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