
PKG4MS-9.1-22

SINGLE-ENDED CORDSETS

Threaded M8 Quick Disconnect Cable With

Straight 4-Pin Connector

9.1 m (30 ft) in Length 22 AWG

Nickel-Plated Brass Coupling Nut; Shield Wire
Grounded to Coupling Nut

Part Number: 813397

SPECIFICATIONS

C o n n e c t o r  1  T y p e M 8

C a b l e  J a c k e t  M a t e r i a l P V C

SNAP S IGNAL LOWERS YOUR BARRIER TO ENTRY FOR I IOT.

https://www.bannerengineering.com/content/banner/in/en/products/connectivity-technology/snap-signal.html
https://www.bannerengineering.com/content/banner/in/en.html


N u m b e r  o f  E n d s S i n g l e  E n d e d

C o r d s e t  L e n g t h  R a n g e  ( m ) 5 . 0 0 - 9 . 9 9

C o n n e c t o r  1  G e n d e r F e m a l e

C o n n e c t o r  1  N u m b e r  o f  C o n t a c t s 4

O u t s i d e  C a b l e  D i a m e t e r  ( m m ) 5 . 2

S h i e l d / N o  S h i e l d S h i e l d  -  T i e d  t o  C o u p l i n g  N u t

O v e r m o l d  M a t e r i a l  a n d  C o l o r P U R  B l a c k

C o r d s e t  L e n g t h  ( m ) 9 . 1

C o n n e c t o r  1  O r i e n t a t i o n S t r a i g h t
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