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35 x 27 x 15 EN 60715 98.370.0000.0 1   

35 x 27 x 15 EN 60715 98.370.1000.0 1   

35 x 27 x 15 EN 60715 98.375.1000.0 1   

35 x 27 x 15 EN 60715 98.370.1001.0 1   

9018 D Z5.516.2511.0 50   

9018 H Z5.516.2711.0 50   

9018 N Z5.516.2811.0 50   

35 x 27 x 7,5 EN 60715 98.300.0000.0 1   

35 x 27 x 7,5 EN 60715 98.300.1000.0 1   

35 x 27 x 7,5 EN 60715 98.300.0010.0 1   

9018 D Z5.516.2511.0 50   

9018 H Z5.516.2711.0 50   

9018 N Z5.516.2811.0 50   

 Mounting rail

1. Steel, galv. zinc-plated and dichromated unslotted L = 2 m

 Steel, galv. zinc-plated and dichromated slotted L = 2 m

 Steel, galv. zinc-plated and dichromated slotted L = 1 m

2. Steel, unplated  unslotted L = 2 m

 Steel, unplated slotted L = 2 m

3. Steel, hot-galvanized  unslotted L = 2 m

 Steel, hot-galvanized  slotted L = 2 m

 4. Steel, V2A slotted L = 2 m

5. E copper unslotted L = 2 m

 E copper slotted L = 2 m

6. Aluminium unslotted L = 2 m

Accessories

Angled support bracket with mounting material

Angled support bracket with mounting material

 

Angled support bracket with mounting material

Accessories for DIN rail terminal blocks with screw connection

Mounting rail  35 x 7,5
according to DIN EN 60 715

Mounting rail  35 x 15
according to DIN EN 60 715

Type Part No. Std. Pack Type Part No. Std. Pack
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9021 / 15 x 5,5 EN 60715 98.090.0015.0 10   

9021 / 15 x 5,5 EN 60715 98.090.0000.0 1   

 

35 x 24 x 15 EN 60715 98.360.0000.0 1   

35 x 24 x 15 EN 60715 ZN 98.360.0004.0 1   

35 x 24 x 15 EN 60715 CU 98.380.0000.0 10   

9018 D Z5.516.2511.0 50   

9018 H Z5.516.2711.0 50   

9018 N Z5.516.2811.0 50   

9006 EN 60715 G-32 98.190.0000.0 1   

9006 EN 60715 G-32 98.190.1000.0 1   

9006 E-CU 98.220.0000.0 10   

9006 AL 98.210.0000.0 1   

9018 D Z5.516.2511.0 50   

9018 H Z5.516.2711.0 50   

9018 N Z5.516.2811.0 50   

Mounting rail  35 x 15
according to DIN EN 60 715

Type Part No. Std. PackType Part No. Std. Pack Type Part No. Std. Pack

Mounting rail  15 x 5,5
according to DIN EN 60 715

Mounting rail  32 x 15
according to DIN EN 60 715


