
 

5 x M10 x 1.00 Straight

5 x M8 x 1.25  45° Angle

5 x M8 x 1.25 Straight

5 x M8 x 1.00 Straight

5 x M6 x 1.00  90° Angle  

5 x M8 x 1.00  90° Angle 

5 x M8 x 1.00  45° Angle

5 x M8 x 1.25  90° Angle

5 x M6 x 1.00  45° Angle    
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Description               Images and specifications can be subject to change without notice Part No.

 Grease Nipple Kit Imperial

5 x 1/4" UNF  Straight Long

5 x 1/4" BSP  Straight

7 x 1/8" BSP 90° 

10 x 1/4"UNF Straight 

6 x 1/4" BSF Straight

7 x 1/4"UNF 90°

20 x 1/8" BSP Straight

8 x 1/8"BSP 45°   

5 x 1/8"BSP Hook-On

7 x 1/4"UNF 45° 

Imperial 80 piece Selection Box 54-7013

 Grease Nipple Kit Metric

 

10 x M6 x 1.00 Straight

Grease Nipples in Assorted Boxes, Blister Display Packs and Grease Gun Brackets.
Hydraulic Grease Nipples manufactured from high quality steel, case hardened and plated ZN3 zinc and clear. Head
forms conform to DIN 71412.

Grease Nipples in Blister Packs x 10

1/8" NPT  Straight 

1/4” UNF  45°

1/4" BSF Straight

1/4"UNF Straight

1/4" BSP  45°

1/8" BSP 45°

1/4" BSP  Straight 

1/4" BSP  90°

1/8” BSP  90°

1/4" UNF  90°

1/4" BSP  Hook-On

1/4" BSP  Hook-On

1/8" BSP Straight 10HP2

10HB2

10HUF4

10HP4

10HP2/45

10HF4

10HUF4/45

10HP4/45

10HP2/90

10HP4/90

10HUF4/90

10HOP2

10HOP4

Standard Bracket  3246075

Standard Bracket for Grease Guns
Plated steel clip type bracket.
Ideal for fastening to a wall or 
bulkhead.
Holds a 56mm diameter tube.

Magnetic Bracket  3246044

Magnetic Bracket for Grease Guns
Plated steel clip type bracket.
Attaches to magnetic surfaces.
Holds a 56mm diameter tube.

5 x M10 x 1.50  90° Angle

5 x M10 x 1.50 Straight

5 x M10 x 1.00  90° Angle

5 x M10 x 1.00  45° Angle 

5 x M10 x 1.50  45° Angle

Metric 80 piece Selection Box 54-7014

Grease Nipples in Blister Packs x 10
M6 x 1.00 Straight

M8 x 1.00 Straight

M8 x 1.25  45° 

M10 x 1.50 Straight

M10 x 1.00 Straight

M8 x 1.00  45°

M6 x 1.00  45° 

M8 x 1.25 Straight 

M6 x 1.00  90° 

M10 x 1.00  45° 

M8 x 1.00  90° 

M8 x 1.25  90° 

M10 x 1.00  90° 

10HMM6/100

10HMM8/100

10HMM10/100

10HMM8/125

10HMM6/100/45

10HMM10/150

10HMM8/125/45

10HMM8/100/45

10HMM10/100/45

10HMM6/100/90

10HMM8/100/90

10HMM8/125/90

10HMM10/100/90


