
Cutting and Welding Hose Sets

Cutting and Welding Single Hose

Oxygen and Acetylene Welding Hose Sets
 Stock   Torch  Cylinder  
 Code Description Hose Bore Fitting Length Fitting
 760605 Fitted Hose Oxygen and Acetylene  6mm / 1⁄4" 1⁄4" BSP Check Valves 5m 3⁄8" BSP

 760610 Fitted Hose Oxygen and Acetylene  6mm / 1⁄4" 1⁄4" BSP Check Valves 10m 3⁄8" BSP

 760620 Fitted Hose Oxygen and Acetylene  6mm / 1⁄4" 1⁄4" BSP Check Valves 20m 3⁄8" BSP

 761605 Fitted Hose Oxygen and Acetylene  6mm / 1⁄4" 3⁄8" BSP Check Valves 5m 3⁄8" BSP

 761610 Fitted Hose Oxygen and Acetylene  6mm / 1⁄4" 3⁄8" BSP Check Valves 10m 3⁄8" BSP

 761620 Fitted Hose Oxygen and Acetylene  6mm / 1⁄4" 3⁄8" BSP Check Valves 20m 3⁄8" BSP

 760805 Fitted Hose Oxygen and Acetylene  8mm / 5⁄16" 3⁄8" BSP Check Valves 5m 3⁄8" BSP

 760810 Fitted Hose Oxygen and Acetylene  8mm / 5⁄16" 3⁄8" BSP Check Valves 10m 3⁄8" BSP

 760820 Fitted Hose Oxygen and Acetylene  8mm / 5⁄16" 3⁄8" BSP Check Valves 20m 3⁄8" BSP

 761005 Fitted Hose Oxygen and Acetylene  10mm / 3⁄8" 3⁄8" BSP Check Valves 5m 3⁄8" BSP

 761010 Fitted Hose Oxygen and Acetylene  10mm / 3⁄8" 3⁄8" BSP Check Valves 10m 3⁄8" BSP

 761020 Fitted Hose Oxygen and Acetylene  10mm / 3⁄8" 3⁄8" BSP Check Valves 20m 3⁄8" BSP

Single Oxygen Fitted Hose
 Stock   Torch  Cylinder  
 Code Description Hose Bore Fitting Length Fitting
 760605-OX Single Oxygen Fitted Hose 6mm / 1⁄4" 1⁄4" BSP Check Valves 5m 3⁄8" BSP

 760610-OX Single Oxygen Fitted Hose 6mm / 1⁄4" 1⁄4" BSP Check Valves 10m 3⁄8" BSP

 760620-OX Single Oxygen Fitted Hose 6mm / 1⁄4" 1⁄4" BSP Check Valves 20m 3⁄8" BSP

 761605-OX Single Oxygen Fitted Hose 6mm / 1⁄4" 3⁄8" BSP Check Valves 5m 3⁄8" BSP

 761610-OX Single Oxygen Fitted Hose 6mm / 1⁄4" 3⁄8" BSP Check Valves 10m 3⁄8" BSP

 761620-OX Single Oxygen Fitted Hose 6mm / 1⁄4" 3⁄8" BSP Check Valves 20m 3⁄8" BSP

 760805-OX Single Oxygen Fitted Hose 8mm / 5⁄16" 3⁄8" BSP Check Valves 5m 3⁄8" BSP

 760810-OX Single Oxygen Fitted Hose 8mm / 5⁄16" 3⁄8" BSP Check Valves 10m 3⁄8" BSP

 760820-OX Single Oxygen Fitted Hose 8mm / 5⁄16" 3⁄8" BSP Check Valves 20m 3⁄8" BSP

 761005-OX Single Oxygen Fitted Hose 10mm / 3⁄8" 3⁄8" BSP Check Valves 5m 3⁄8" BSP

 761010-OX Single Oxygen Fitted Hose 10mm / 3⁄8" 3⁄8" BSP Check Valves 10m 3⁄8" BSP

 761020-OX Single Oxygen Fitted Hose 10mm / 3⁄8" 3⁄8" BSP Check Valves 20m 3⁄8" BSP

Oxygen and Propane Welding Hose Sets
 Stock   Torch  Cylinder  
 Code Description Hose Bore Fitting Length Fitting
 764605 Fitted Hose Oxygen and Propane 6mm / 1⁄4" 1⁄4" BSP Check Valves 5m 3⁄8" BSP

 764610 Fitted Hose Oxygen and Propane 6mm / 1⁄4" 1⁄4" BSP Check Valves 10m 3⁄8" BSP

 764620 Fitted Hose Oxygen and Propane 6mm / 1⁄4" 1⁄4" BSP Check Valves 20m 3⁄8" BSP

 764805 Fitted Hose Oxygen and Propane 8mm / 5⁄16" 3⁄8" BSP Check Valves 5m 3⁄8" BSP

 764810 Fitted Hose Oxygen and Propane 8mm / 5⁄16" 3⁄8" BSP Check Valves 10m 3⁄8" BSP

 764820 Fitted Hose Oxygen and Propane 8mm / 5⁄16" 3⁄8" BSP Check Valves 20m 3⁄8" BSP

 764105 Fitted Hose Oxygen and Propane 10mm / 3⁄8" 3⁄8" BSP Check Valves 5m 3⁄8" BSP

 764110 Fitted Hose Oxygen and Propane 10mm / 3⁄8" 3⁄8" BSP Check Valves 10m 3⁄8" BSP

 764120 Fitted Hose Oxygen and Propane 10mm / 3⁄8" 3⁄8" BSP Check Valves 20m 3⁄8" BSP
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Single Acetylene Fitted Hose
 Stock   Torch  Cylinder  
 Code Description Hose Bore Fitting Length Fitting
 760605-AC Single Acetylene Fitted Hose  6mm / 1⁄4" 1⁄4" BSP Check Valves 5m 3⁄8" BSP

 760610-AC Single Acetylene Fitted Hose  6mm / 1⁄4" 1⁄4" BSP Check Valves 10m 3⁄8" BSP

 760620-AC Single Acetylene Fitted Hose  6mm / 1⁄4" 1⁄4" BSP Check Valves 20m 3⁄8" BSP

 761605-AC Single Acetylene Fitted Hose  6mm / 1⁄4" 3⁄8" BSP Check Valves 5m 3⁄8" BSP

 761610-AC Single Acetylene Fitted Hose  6mm / 1⁄4" 3⁄8" BSP Check Valves 10m 3⁄8" BSP

 761620-AC Single Acetylene Fitted Hose  6mm / 1⁄4" 3⁄8" BSP Check Valves 20m 3⁄8" BSP

 760805-AC Single Acetylene Fitted Hose  8mm / 5⁄16" 3⁄8" BSP Check Valves 5m 3⁄8" BSP

 760810-AC Single Acetylene Fitted Hose  8mm / 5⁄16" 3⁄8" BSP Check Valves 10m 3⁄8" BSP

 760820-AC Single Acetylene Fitted Hose  8mm / 5⁄16" 3⁄8" BSP Check Valves 20m 3⁄8" BSP

 761005-AC Single Acetylene Fitted Hose  10mm / 3⁄8" 3⁄8" BSP Check Valves 5m 3⁄8" BSP

 761010-AC Single Acetylene Fitted Hose  10mm / 3⁄8" 3⁄8" BSP Check Valves 10m 3⁄8" BSP

 761020-AC Single Acetylene Fitted Hose  10mm / 3⁄8" 3⁄8" BSP Check Valves 20m 3⁄8" BSP

Single Propane Fitted Hose
 Stock   Torch  Cylinder  
 Code Description Hose Bore Fitting Length Fitting
 764605-PR Single Propane Fitted Hose  6mm / 1⁄4" 1⁄4" BSP Check Valves 5m 3⁄8" BSP

 764610-PR Single Propane Fitted Hose  6mm / 1⁄4" 1⁄4" BSP Check Valves 10m 3⁄8" BSP

 764620-PR Single Propane Fitted Hose  6mm / 1⁄4" 1⁄4" BSP Check Valves 20m 3⁄8" BSP

 764805-PR Single Propane Fitted Hose  8mm / 5⁄16" 3⁄8" BSP Check Valves 5m 3⁄8" BSP

 764810-PR Single Propane Fitted Hose  8mm / 5⁄16" 3⁄8" BSP Check Valves 10m 3⁄8" BSP

 764820-PR Single Propane Fitted Hose  8mm / 5⁄16" 3⁄8" BSP Check Valves 20m 3⁄8" BSP

 764105-PR Single Propane Fitted Hose  10mm / 3⁄8" 3⁄8" BSP Check Valves 5m 3⁄8" BSP

 764110-PR Single Propane Fitted Hose  10mm / 3⁄8" 3⁄8" BSP Check Valves 10m 3⁄8" BSP

 764120-PR Single Propane Fitted Hose  10mm / 3⁄8" 3⁄8" BSP Check Valves 20m 3⁄8" BSP

Features
•   Designed from brass bar whilst the tube and cover are moulded from high 

quality polycarbonate to ensure high impact resistance and clarity
•   Calibrated to operate at an inlet pressure of 30PSI.
•   Sensitive needle valve provides easy adjustment and the downward facing 

outlet connection eliminates hose kinking.

Fittings
•   Fitted with standard 3/8" BSP inlet and outlet connections

Flow Meters, Flow Testers, Double Outlet Connectors

Flow Meter

Manufactured for MIG, TIG and laboratory 
applications where flow control is required.  
 
 
 
 

 Stock Code Description

 706101 Flow Meter Mixed Gas 25 lpm (MIG)
 706100 Flow Meter Mixed Gas 0-12 lpm (TIG) Argon

Gasflow Tester

Designed to check gas flow at the front of 
MIG Torches.  
 
 
 
 

 Stock Code Description

 806001 Gasflow Tester 0-30 lpm

Double Outlet Connector

Designed to split a single gas supply to 2 outlets, 
valve controlled.

 Stock Code Description

 RHY-1 Double Outlet 3⁄8" BSP RH-Y Piece with Valves 
 LHY-1 Double Outlet 3⁄8" BSP LH-Y Piece with Valves
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