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Weather Resistant Cable Ties  
 
 
Product Type: 
 
Weather Resistant Cable Ties 
 
 
 
Standards: 
UL certified 
UL Flammability to 94V2 
 
 
  
Application: 
 
Weather resistant cable ties suitable for bundling cable. 
 
 

 

 
Code                           Description                                                      Pack Qty     

ACT100X2.5WR              Cable Tie 2.5-100 Weather Resistant                          100       

ACT150X3.6WR              Cable Tie 3.6-150 Weather Resistant                          100       

ACT203X3.6WR              Cable Tie 3.6-203 Weather Resistant                          100       

ACT203X4.6WR              Cable Tie 4.6-203 Weather Resistant                          100       

ACT300X4.8WR              Cable Tie 4.8-300 Weather Resistant                          100       

ACT385X4.8WR              Cable Tie 4.8-385 Weather Resistant                          100       

ACT500X4.8WR              Cable Tie 4.8-500 Weather Resistant                          100       

ACT550X8.0WR              Cable Tie 8.0-550 Weather Resistant                            50       

ACT1219X9.0WR              Cable Tie 9.0-1219 Weather Resistant                          50       

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


