
Product data sheet
Specifications

ClimaSys forced vent. roof, 575m3/
h, 230V, with roof outlet grille and
filter G2, grey (RAL 7035)
NSYCVF575M230MF

Main
Range ClimaSys

Product name ClimaSys CV

Product or component type Top hood with fan

Range compatibility Prisma P
Prisma PH
Prisma iPM M
enclosure

Type of filter G2

Flow rate With outlet grille cut-out 291 x 291 mm: 350 m3/h
Free flow rate: 575 m3/h at 50 Hz

Input voltage 230 V 50/60 Hz

Complementary
Absorbed power 85 W

Noise level < at 64 dB

Height 96 mm external:

Width 340 mm external:

Depth 340 mm external:

Cut-out dimensions 228 x 228 mm

Material Hood: steel

Colour Hood: grey (RAL 7035)

IP degree of protection IP54

Device composition 1 hood: top of enclosure
1 fan
1 fixing elements

Packing Units
Unit Type of Package 1 PCE

Number of Units in Package 1 1

Package 1 Weight 6.066 kg

Package 1 Height 12.0 cm

Package 1 width 35.0 cm

Package 1 Length 35.0 cm
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Unit Type of Package 2 PAL

Number of Units in Package 2 60

Package 2 Weight 377.0 kg

Package 2 Height 103.0 cm

Package 2 width 105.0 cm

Package 2 Length 120.0 cm

Offer Sustainability
Sustainable offer status Green Premium product

REACh Regulation REACh Declaration

REACh free of SVHC Yes

EU RoHS Directive Compliant
EU RoHS Declaration

Mercury free Yes

RoHS exemption information Yes

China RoHS Regulation China RoHS declaration
Product out of China RoHS scope. Substance declaration for your information

Environmental Disclosure Product Environmental Profile

Circularity Profile End of Life Information

Contractual warranty
Warranty 18 months
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https://download.schneider-electric.com/files?p_enDocType=REACh+Declaration&p_Doc_Ref=NSYCVF575M230MF_REACH_DECLARATION&p_FileName=NSYCVF575M230MF_REACH_DECLARATION_WW_en-GB.pdf
https://download.schneider-electric.com/files?p_Doc_Ref=NSYCVF575M230MF_ROHS_DECLARATION&p_FileName=NSYCVF575M230MF_ROHS_DECLARATION_WW_en-GB.pdf
https://download.schneider-electric.com/files?p_enDocType=RoHs+Declaration&p_Doc_Ref=NSYCVF575M230MF_ROHS_DECLARATION&p_FileName=NSYCVF575M230MF_ROHS_DECLARATION_WW_en-GB.pdf
https://download.schneider-electric.com/files?p_enDocType=RoHS+China+Declaration&p_Doc_Ref=NSYCVF575M230MF_ROHS_CHINA_DECLARATION&p_FileName=NSYCVF575M230MF_ROHS_CHINA_DECLARATION_WW_en-GB.pdf
https://download.schneider-electric.com/files?p_enDocType=Product+environmental&p_Doc_Ref=ENVPEP110717EN
https://download.schneider-electric.com/files?p_enDocType=End+of+life+manual&p_Doc_Ref=ENVEOLI1107017EN

