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P I E ZO  SW I TC H E S  A N D  K E Y PA D S

FM 28614                               EMS 613558                FM 28614                               EMS 613558                

P i e z o  s w i t c h e s ,  n o n - i l l u m i n a t e d , 
1 6 m m
P r o d u c t  ove r v i ew
Aluminium piezo switches offering rugged, sealed 
tamper and vandal resistant solid state switching.
Exceptional durability and reliability.

• 18mm diameter actuator
• 16mm diameter mounting hole 
• Normally open, momentary action 
• Make impulse time of 125-300 msec
• Flat faced
• Wire termination
• IP68 sealed
• Available in three colour finishes

SPECIF ICATION

Operating voltage 1-24V AC/DC

Switching current 0.2A max

Actuation force 3-5N

Operating temperature 40°C to +125°C

Ingress protection IP68

Lifetime
‘ON’ resistance
‘OFF’ resistance

50 million operations
<20Ω
>5mΩ

PART NO. TYPE

CPS16NF-ALNA Natural

CPS16NF-ALRD Red

CPS16NF-ALGN Green

CPS16NF-ALRD CPS16NF-ALGN
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P i e z o  s w i t c h e s ,  p o i n t  i l l u m i n a t e d

P r o d u c t  ove r v i ew
Aluminium piezo switches offering rugged, sealed 
tamper and vandal resistant solid state switching. 
Exceptional durability and reliability.

• Red/green spot illumination
• 28mm diameter actuator
• 22.5mm diameter mounting hole (PG16)
• Normally open, momentary action
• Make impulse time of 125-300 msec
• Choice of flat and recessed actuator
• Wire termination
• IP68 sealed

SPECIF ICATION

Operating voltage 1-24V AC/DC

Switching current 0.2A max

Actuation force 3-5N

Operating temperature 20°C to +70°C

Ingress protection IP68

Lifetime
‘ON’ resistance
‘OFF’ resistance

50 million operations
<20Ω
>5mΩ

PART NO. TYPE

CPS22IF-ALNA-24RG Flush

CPS2IR-ALNA-24RG Recessed

CPS16NF
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