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MODEL W L x W x H 
(mm) IP Ta (°C) PROJECTED 

AREA
Input

Current VAC Hz

LED ECO LITE FLOOD LIGHT 10W 10 109 90 27 65 -20…+50 0.0081 m2 80 mA 220-240 V 50/60 Hz 0.155 kg

LED ECO LITE FLOOD LIGHT 20W 20 165 135 30 65 -20…+50 0.0148 m2 150 mA 220-240 V 50/60 Hz 0.32 kg

LED ECO LITE FLOOD LIGHT 30W 30 185 135 30 65 -20…+50 0.0182 m2 125 mA 220-240 V 50/60 Hz 0.372 kg

LED ECO LITE FLOOD LIGHT 50W 50 240 180 30 65 -20…+50 0.0324 m2 215 mA 220-240 V 50/60 Hz 0.600 kg

LED ECO LITE FLOOD LIGHT 70W 70 286 243 37 65 -20…+50 0.0525 m2 305 mA 220-240 V 50/60 Hz 1.12 kg

LED ECO LITE FLOOD LIGHT WARNING:

NOT FOR PRINT
PRODUCTION!

This PDF file is for reference only and not to 
be used for the creation of production art. 
Colour printouts and screen displays should 
not be used for colour approval as colours 
may vary from device to device. The colour 
values for this file are defined in either 
Pantone (PMS), HKS, or in process colours 
(CMYK).
For obtaining hard-copies in actual size (1:1) 
you need to enter the proper settings in your 
printer options. 
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d
LED ECO LITE FLOOD LIGHT 10W 30-34 mm
LED ECO LITE FLOOD LIGHT 20W 60-66 mm
LED ECO LITE FLOOD LIGHT 30W 60-66 mm
LED ECO LITE FLOOD LIGHT 50W 100-106 mm
LED ECO LITE FLOOD LIGHT 70W 146-156 mm

LED ECO LITE FLOOD LIGHT 10W M4*25
LED ECO LITE FLOOD LIGHT 20W M4*25
LED ECO LITE FLOOD LIGHT 30W M4*25
LED ECO LITE FLOOD LIGHT 50W M6*50
LED ECO LITE FLOOD LIGHT 70W M8*50Screws and buds are not included
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N/M
LED ECO LITE FLOOD LIGHT 10W 3.50
LED ECO LITE FLOOD LIGHT 20W 3.50
LED ECO LITE FLOOD LIGHT 30W 3.50
LED ECO LITE FLOOD LIGHT 50W 3.50
LED ECO LITE FLOOD LIGHT 70W 3.50

LED ECO LITE FLOOD LIGHT 10W M4*25
LED ECO LITE FLOOD LIGHT 20W M4*25
LED ECO LITE FLOOD LIGHT 30W M4*25
LED ECO LITE FLOOD LIGHT 50W M6*50
LED ECO LITE FLOOD LIGHT 70W M8*50

The terminal block should be 
complying with EN60998-2-1/
EN60998-2-2

IP65 Waterproof box 
is necessary for wire 
connection. (Waterproof 
box not included)
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Standards:
IEC 60598-1, IEC 60598-2-5
CISPR 15, IEC 61000-3-2

WARNING:

- The external flexible cord of this luminaire cannot be replaced. If the flexible cord is damaged, the lamp should 
be scrapped.

- Do not touch the luminaire in operative status.
- The light source of this luminaire is not replaceable. When this luminaire reaches its end of life ,whole luminaire 

must be replaced to ensure performance and safety.
- Range mounting height 5m max.
- Only installed outside the arm’s reach.
- Suitable for indoors and outdoors.
- Caution, risk of electric shock.
- Please note that the fixrure is equipped with standard surge protection only. To protect the fixture from sags. 

surge, and lightning strikes, additional surge protectors must be deployed on the primary side.
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