
BOLT™ Visor Compact Clear
BOLT™ VISIER

Inhalt 1

Period of obsolescence

6 years from date of
manufacture or 2 years from
date of first use, whichever
comes first.

Rating
Lens: 2C-1.2 MT 1 FT KN
CE UKCA. Frame: MT 166
FT CE.

Storage instructions

Do not store in direct
sunlight, near aggressive
chemicals, not above 40°C
and below 70% humidity,
dark, dry, without
mechanical load. Storage
and transport only in original
packaging recommended.

Storage Temperature Range
(°C)

+5°C ~ +20°C, <70%
relative humidity
(recommended around
50%), away from direct
sunlight.

Usage instructions

Check the eye protector for
damage and correct fit
before each use. Scratched
or damaged lenses may no
longer be used. Always use
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Visier mit breitem Sichtfeld.

BOLT™ System - ermöglicht die Kompatibilität der Zubehöre
mit einem einfachen und intuitiven Befestigungssystem.
Umfangreiche Auswahl an BOLT™ Zubehören erhältlich.

Kompatibel mit der BOLT™ Akku-Stirnlampe: Visier kann über
die Lampe hochgeklappt werden.

Sehr einfaches und intuitives Anbringen und Entfernen.

Sichtscheibe aus Polycarbonat.

Sichtscheibe ist kratzfest Stufe K gemäß EN166.

Sichtscheibe ist beschlagfrei Stufe N gemäß EN166.

Komplettvisier in 2 Farbtönen erhältlich: klar und getönt, ideal
für den Outdooreinsatz.

Die Compact-Version bietet ein schmales und kompaktes
Design.

Die Universal-Version kann mit beiden Helmvarianten - BOLT™
100 und BOLT™ 200 - eingesetzt werden.


